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Abstract

6JKU� 2QNNWVKQP� 2TGXGPVKQP� 1RRQTVWPKV[� #UUGUUOGPV� YCU� EQPFWEVGF� HQT� VJG
0GWVTQP� )GPGTCVQT� 2TQFWEVKQP� (CEKNKV[� 
0)2(�� DGVYGGP� (GDTWCT[� CPF
5GRVGODGT� ������ � 6JG� RTKOCT[� RWTRQUG� QH� VJKU� 221#� YCU� VQ� RTQXKFG
TGEQOOGPFCVKQPU� HQT� RQUUKDNG� YCUVG� TGFWEVKQP� OGCUWTGU� QH� 0)2( U
*C\CTFQWU�CPF�.QY�.GXGN�4CFKQCEVKXG�YCUVG�UVTGCOU��6JKU�TGRQTV�EQPVCKPU�C
UWOOCT[� QH� VJG� KPHQTOCVKQP� EQNNGEVGF� CPF� CPCN[UGU� RGTHQTOGF� YKVJ
TGEQOOGPFGF� QRVKQPU� HQT� KORNGOGPVCVKQP�� � 6JG� 5CPFKC� 0CVKQPCN
.CDQTCVQTKGU�0GY� /GZKEQ� 2QNNWVKQP� 2TGXGPVKQP� )TQWR� YKNN� YQTM� YKVJ� VJG
0)2(�VQ�KORNGOGPV�VJGUG�QRVKQPU�
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Executive Summary

6JG� 0GWVTQP� )GPGTCVQT� 2TQFWEVKQP� (CEKNKV[� 
0)2(�� KU� QPG� QH� VJG� OQUV
CFXCPEGF� HCEKNKVKGU� QH� KVU� V[RG� KP� VJG� 7PKVGF� 5VCVGU�� � 6JG� 0)2(� KU� C� PQP�
TGCEVQT�� PQP�PWENGCT� HCEKNKV[� YJQUG� RTKOCT[� RWTRQUG� KU� VQ� DWKNF� PGWVTQP
IGPGTCVQTU�VQ�OGGV� VJG�PCVKQP U�FGVGTTGPEG�UVTCVGI[��6JG�0)2(� KU� EWTTGPVN[
5CPFKC�0CVKQPCN�.CDQTCVQTKGU�0GY�/GZKEQ U�
50.�0/ U��NCTIGUV�IGPGTCVQT�QH
NQY�NGXGN� TCFKQCEVKXG� YCUVG� 
..9�� CPF� QPG� QH� VJG� NCTIGUV� IGPGTCVQTU� QH
4GUQWTEG�%QPUGTXCVKQP�CPF�4GEQXGT[�#EV�
4%4#��TGIWNCVGF�JC\CTFQWU�YCUVG�
6JKU�2QNNWVKQP�2TGXGPVKQP�1RRQTVWPKV[�#UUGUUOGPV�
221#��YCU�EQPFWEVGF�QP
VJG�0)2(�VQ�RTQXKFG�TGEQOOGPFCVKQPU�HQT�RQUUKDNG�YCUVG�TGFWEVKQP�OGCUWTGU
HQT�JC\CTFQWU�CPF�..9�YCUVG� UVTGCOU��6JG�221#�VGCO�EQPUKUVGF�QH�YCUVG
OCPCIGOGPV�� RQNNWVKQP� RTGXGPVKQP� CPF� HCEKNKV[� OCPCIGTU�� GPIKPGGTU�� CPF
QRGTCVKQPU� RGTUQPPGN�� � 6JKU� KPVGT�FKUEKRNKPCT[� VGCO� YCU� TGURQPUKDNG� HQT
GXCNWCVKPI� RTQEGUUGU� CPF� YCUVG� UVTGCOU�� CPF� IGPGTCVKPI� VJG� RQNNWVKQP
RTGXGPVKQP�
2���QRRQTVWPKVKGU�KFGPVKHKGF�KP�VJKU�TGRQTV�

6JG� NCTIGUV� YCUVG� UVTGCOU� HQT� VJG� HCEKNKV[� CTG� URGPV� CNEQJQN�� URGPV� OKZGF
CEKFU�� CPF�RGTUQPCN� RTQVGEVKXG� GSWKROGPV� 
22'���6JGUG�YCUVG� UVTGCOU�YGTG
VCTIGVGF�HQT�TGFWEVKQP���6JG�221#�VGCO�GXCNWCVGF�VJG�YCUVG�UVTGCO�FCVC�CPF
VGP�RQVGPVKCN�YCUVG�TGFWEVKQP�KFGCU��6JG�KFGCU�YGTG�VJGP�GXCNWCVGF�DCUGF�QP
GHHGEVKXGPGUU�� HGCUKDKNKV[�� CPF� EQUV�� � 6JG� KFGCU� YGTG� ECVGIQTK\GF� WUKPI� C
2�+�%�-� 
2QUUKDNG�+ORNGOGPV�%JCNNGPIG�-KNN�� %JCTV� CPF� UGXGP� QRRQTVWPKVKGU
YGTG� UGNGEVGF� HQT� HWTVJGT� GXCNWCVKQP�� 6JG� UGXGP� 2�� QRRQTVWPKVKGU� FGUETKDGF
DGNQY� CTG� TGEQOOGPFGF� HQT� KORNGOGPVCVKQP�� � 6JGUG� QRRQTVWPKVKGU� UJQYGF
CPPWCN� EQUV� UCXKPIU� YKVJ� SWKEM� RC[DCEM� RGTKQFU�� CPF� YQWNF� RTQXG� VQ� DG
GHHGEVKXG�KP�TGFWEKPI�JC\CTFQWU�CPF�NQY�NGXGN�YCUVG�

1RRQTVWPKV[�����#NEQJQN�4GE[ENG��4G�FKUVKNN�CPF�QT�HKNVGT�CNEQJQN�HQT�TGWUG
GKVJGT�YKVJKP�0)2(�QT�GZVGTPCNN[

1RRQTVWPKV[�����.GCP�6JKPMKPI��+PVGITCVG�)TGGP�KPVQ�0)2( U�.GCP�6JKPMKPI
3WCNKV[�2TQITCO

1RRQTVWPKV[�����'NGOGPVCT[�0GWVTCNK\CVKQP��5GITGICVG�EJGOKECNU�HTQO
FKHHGTGPV�RTQEGUUGU�HQT�PGWVTCNK\CVKQP�CPF�2TQHKNG�CU�C�UQNKF
YCUVG�ECRCDNG�QH�FKURQUCN�VJTQWIJ�VJG�UCPKVCT[�UGYGT�U[UVGO�
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1RRQTVWPKV[�����%JGOKECN�5WDUVKVWVKQP��'XCNWCVG�EJGOKECN�UWDUVKVWVKQP
QRVKQPU�HQT�UQNXGPVU��/QNF�TGNGCUG��CPF�QVJGT�EJGOKECN�EJCPIGU
VJCV�YQWNF�PQV�CHHGEV�VJG�RTQFWEV�URGEKHKECVKQPU

1RRQTVWPKV[�����4CFKCVKQP�2TQVGEVKQP�2TQVQEQN��&GXGNQR�C�2TQEGFWTG�HQT�VJG
EJCTCEVGTK\CVKQP�QH�PQP�TCFKQCEVKXG�YCUVG�NGCXKPI�VJG�6TKVKWO
'PXGNQRG�

1RRQTVWPKV[�����4GE[ENG�PQP�4CFKQCEVKXG�22'��5GV�WR�C�EQPVTCEV�HQT�22'
TGE[ENG�HTQO�PQP�4CFKQNQIKECN�CTGCU�

1RRQTVWPKV[�����2GTOCPGPV�22'��2WTEJCUG�UJQGU�HQT�CNN�CTGCU�VJCV�TGSWKTG
DQQVKGU�



9

Acronyms

&+ &G�+QPK\GF

(; (KUECN�;GCT

..9 .QY�.GXGN�9CUVG

0)2( 0GWVTQP�)GPGTCVQT�2TQFWEVKQP�(CEKNKV[

2� 2QNNWVKQP�2TGXGPVKQP

2�+�%�-�%JCTV 2QUUKDNG�+ORNGOGPV�%JCNNGPIG�-KNN�%JCTV

22' 2GTUQPPGN�2TQVGEVKXG�'SWKROGPV

221# 2QNNWVKQP�2TGXGPVKQP�1RRQTVWPKV[�#UUGUUOGPV

4/9/(� 4CFKQCEVKXG�CPF�/KZGF�9CUVG�/CPCIGOGPV�(CEKNKV[

4%4# 4GUQWTEG�%QPUGTXCVKQP�CPF�4GEQXGT[�#EV

41+ 4GVWTP�QP�+PXGUVOGPV

50.�0/ 5CPFKC�0CVKQPCN�.CDQTCVQTKGU�0GY�/GZKEQ



10

Intentionally Left Blank



11

Introduction

5CPFKC� 0CVKQPCN� .CDQTCVQTKGU�0GY� /GZKEQ� 
50.�0/�� EQPFWEVU� RQNNWVKQP
RTGXGPVKQP� QRRQTVWPKV[� CUUGUUOGPVU� 
221#U�� HQT� NKPG� QTICPK\CVKQPU� VQ
GXCNWCVG� YCUVG�IGPGTCVKPI� RTQEGUUGU� CPF� KFGPVKH[� EQUV�GHHGEVKXG� OGVJQFU� VQ
TGFWEG� YCUVG�� � 6JG� EQORNGVGF� 221#� VJGP� KU� RTGUGPVGF� VQ� VJG� NKPG
QTICPK\CVKQP�HQT�KORNGOGPVCVKQP�
6JG�IQCN�QH�C�221#�KU�VQ�

• 4GFWEG�YCUVG�XQNWOGU�CPF�VQZKEKV[
• +ORNGOGPV� C� U[UVGO� QH� VTCEMKPI� CPF� TGRQTVKPI� GPXKTQPOGPVCN

KORTQXGOGPVU
• 4GFWEG�VJG�NKPG�QTICPK\CVKQP	U�QRGTCVKQPCN�EQUVU

6JKU� 221#� YCU� EQPFWEVGF� HQT� VJG� 0GWVTQP� )GPGTCVQT� 2TQFWEVKQP� (CEKNKV[

0)2(��DGVYGGP�(GDTWCT[�CPF�5GRVGODGT��������6JG�RTKOCT[�RWTRQUG�QH�VJKU
221#� YCU� VQ� RTQXKFG� TGEQOOGPFCVKQPU� HQT� RQUUKDNG� YCUVG� TGFWEVKQP
OGCUWTGU� QH�0)2( U�*C\CTFQWU� CPF�.QY�.GXGN�4CFKQCEVKXG�YCUVG� UVTGCOU�
6JG�RTQEGUU�WUGF�VQ�RGTHQTO�VJKU�221#�KU�QWV�NKPGF�KP�(KIWTG�����6JKU�TGRQTV
EQPVCKPU�C�UWOOCT[�QH�VJG�KPHQTOCVKQP�EQNNGEVGF�CPF�CPCN[UGU�RGTHQTOGF�YKVJ
TGEQOOGPFGF� QRVKQPU� HQT� KORNGOGPVCVKQP�� � 6JG� 50.�0/� 2QNNWVKQP
2TGXGPVKQP�
2���)TQWR� 
������YKNN�YQTM�YKVJ� VJG�0)2(�VQ� KORNGOGPV� VJGUG
QRVKQPU�

6JG� 221#� VGCO� EQPUKUVGF� QH� YCUVG� OCPCIGOGPV�� 2��� HCEKNKV[� OCPCIGTU�
GPIKPGGTU� CPF� QRGTCVKQPU� RGTUQPPGN�� � 6JKU� KPVGT�FKUEKRNKPCT[� VGCO� YCU
TGURQPUKDNG� GXCNWCVKPI� RTQEGUUGU� CPF� YCUVG� UVTGCOU�� CPF� IGPGTCVKPI� VJG
RQNNWVKQP�RTGXGPVKQP�
2���QRRQTVWPKVKGU�KFGPVKHKGF�KP�5GEVKQP�����QH�VJKU�TGRQTV�
+PHQTOCVKQP� YCU� EQNNGEVGF� VJTQWIJ� GZVGPUKXG� KPVGTXKGYU� YKVJ� HCEKNKV[
RGTUQPPGN�� UKVG� XKUKVU�� CPF� GXCNWCVKQP� QH� YCUVG� FKURQUCN� CPF� RWTEJCUKPI
FCVCDCUGU��9CUVG�FKURQUCN�CPF�RWTEJCUKPI�FCVC�YCU�EQNNGEVGF�HQT�CNN�QH�HKUECN
[GCT������CPF�VJG�HKTUV�VJTGG�SWCTVGTU�QH�HKUECN�[GCT��������6JG�FCVC�YCU�WUGF
VQ� GUVCDNKUJ� C� DCUGNKPG� CPF� VQ� GUVKOCVG� HWVWTG� YCUVG� FKURQUCN� YKVJ� VJG
CPVKEKRCVGF�KPETGCUG�KP�RTQFWEVKQP���6JG�KFGPVKHKECVKQP�QH�VJGUG�QRRQTVWPKVKGU
YCU�FGVGTOKPGF�VJTQWIJ�C�OWNVK�UVCIG�RTQEGUU�QEEWTTKPI�QXGT�C���OQPVJ�VKOG
RGTKQF���6JKU�RTQEGUU�EQPUKUVGF�QH�DTCKPUVQTOKPI�KFGCU��UETGGPKPI�KFGCU�WUKPI
C�.GCP�6JKPMKPI� VQQN�� VJG�2�+�%�-�� EJCTV��CPF� EQPFWEVKPI� VGEJPKECN�CPF� EQUV
CPCN[UGU�QP�VJG�UETGGPGF�QRVKQPU�

6JG�221#�RTQEGUU�HQT�VJG�0)2(�YCU�DTQCF�KP�UEQRG�GZVGPFKPI�QXGT�CNN�QH�VJG
RTQFWEVKQP�RTQEGUUGU���6JKU�DTQCF�UEQRG�YCU�UGNGEVGF�DGECWUG�VJKU�KU�VJG�HKTUV
221#� RTGHQTOGF� CV� VJG� HCEKNKV[� UKPEG� VJG� PGWVTQP� IGPGTCVQT� CPF� VWDG
RTQFWEVKQP� RTQEGUUGU� OQXGF� HTQO� VJG� 2KPGNNCU� 2NCPV�� (NQTKFC� VQ� 50.�0/�
6JG�TGUWNVU�QH�VJKU�221#�CTG�FQEWOGPVGF�KP�VJKU�TGRQTV�
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(KIWTG������2QNNWVKQP�2TGXGPVKQP�1RRQTVWPKV[�#UUGUUOGPV�2TQEGUU

PLANNING AND ORGANIZATION

· Get management commitment
· Set Assessment Goals
· Organize Assessment Team

 PREPARATION

·  Identify and Track Waste Streams
·  Compile Process and Facility Data
· Prioritize/Select Assessment Targets
·  Select People for Assessment Teams

ASSESSMENT

· Inspect Site
· Generate Options
· Screen and Rank Options
· Select Options for Feasibility Study

FEASIBILITY ANALYSIS

·  Technical Evaluation
·  Economic Evaluation
·  Select Options for Implementation

IMPLEMENTATION

· Justify Projects and Obtain Funding
·  Install or Modify Equipment
·  Implement New Procedures
·  Evaluate Performance of Projects

Select new
targets

Evaluate
Previous
Options

Repeat the
Process

Successfully Implemented Waste Minimization Projects

The Need to Minimize Waste

Commitment to Proceed
and Team

Organization

Priorities and
Data for the
Assessment

Report on Screened
Options
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Facility Description

02)(� KU� QPG� QH� VJG� OQUV� CFXCPEGF� RTQFWEVKQP� HCEKNKVKGU� QH� KVU� V[RG� KP� VJG
7PKVGF�5VCVGU���6JG�02)(�EQPUKUVU�QH�DWKNFKPIU�����������CPF�����CV�5CPFKC
0CVKQPCN� .CDQTCVQTKGU�0GY� /GZKEQ�� � 6JG� OKUUKQP� QH� VJG� 0)2(� KU� VQ� DWKNF
PGWVTQP�IGPGTCVQTU�VQ�OGGV�VJG�PCVKQP U�FGVGTTGPEG�UVTCVGI[�CPF�VQ�FGNKXGT�C
SWCNKV[� RTQFWEV� QP� VKOG�� � 0GWVTQP� )GPGTCVQTU� CTG� OKPKCVWTG� RCTVKENG
CEEGNGTCVQTU��0GWVTQP� )GPGTCVQTU� EQPUKUV� QH� CRRTQZKOCVGN[� ���� RKGEG� RCTVU
VJCV� CTG� GNGEVTKECNN[� CPF�OGEJCPKECNN[� CUUGODNGF�� � � #� EQORNGVGF� IGPGTCVQT
VCMGU�OQTG�VJCP���OQPVJU�VQ�CUUGODNG���6JG�0)2(�RTQFWEGU�CRRTQZKOCVGN[
�����IGPGTCVQTU�RGT�[GCT���6JGTG�CTG�HKXG�RJCUGU�KP�VJG�RTQFWEVKQP�RTQEGUU�QH
C� PGWVTQP� IGPGTCVQT�� � 'CEJ� RJCUG� JCU� OWNVKRNG� RTQEGUUGU�� � (KIWTG� �� KU� C
RTQEGUU� OCR� QH� VJG� RTQFWEVKQP� QH� C� PGWVTQP� IGPGTCVQT� YKVJ� VJG� OCLQT
RTQEGUUGU�CUUQEKCVGF�YKVJ�GCEJ�RJCUG�

6JG�0)2(�KU�C�PQP�TGCEVQT��PQP�PWENGCT�HCEKNKV[�EQORTKUGF�QH���������USWCTG
HGGV�� � 6JG� 0)2(� NKOKVU� CNN� TCFKQNQIKECN� YQTM� VQ� VJG� 6TKVKWO� 'PXGNQRG�� C
TCFKQNQIKECNN[� EQPVTQNNGF� CTGC� YKVJKP� DWKNFKPI� ����� 6WDG� #UUGODN[� QEEWTU
YKVJKP�VJG�6TKVKWO�'PXGNQRG���6JG�RWTRQUG�QH�VJG�6TKVKWO�'PXGNQRG�KU�VQ�NKOKV
VJG�RQUUKDKNKV[�QH�VTKVKWO�EQPVCOKPCVKQP�VJTQWIJQWV�VJG�HCEKNKV[��6JG�6TKVKWO
'PXGNQRG� JCU� UGNH�EQPVCKPGF� YCVGT� CPF� CKT� GOKUUKQPU� ECRVWTG� U[UVGOU� VQ
RTGXGPV�VTKVKWO�TGNGCUGU�VQ�VJG�GPXKTQPOGPV�

0GWVTQP� IGPGTCVQTU� JCXG� WPKSWG� RTQFWEVKQP� EQORNGZKVKGU� FWG� VQ� UVTKPIGPV
RGTHQTOCPEG�TGSWKTGOGPVU��EQORNGZ�RJ[UKEU�CPF�RTQEGUUGU��CPF�VJG�PGGF�HQT
GZVGPUKXG� RTQVQV[RKPI� CPF� VGUVKPI�� � %JCPIGU� VQ� VJG� RTQFWEVKQP� RTQEGUU
WPFGTIQ�C�TKIQTQWU�TGXKGY�CPF�CRRTQXCN�RTQEGUU�

(KIWTG�����0GWVTQP�)GPGTCVQT�2TQFWEVKQP�(NQY�&KCITCO

  TUBE ASSEMBLY

• Degreasing
• Etching
• Encapsulation
• Abrasive Blast
• Welding

     SUB-ASSEMBLY

• Degreasing

• Etching

• Metalize

PIECE PARTS

• Etching
• Degreasing
• Metalize
• Nickel Plating
• Polishing
• H2 Fire

     NEUTRON GENERATOR
SUB-ASSEMBLY

• Degreasing

• Encapsulation

• Abrasive Blast

• Welding

NEUTRON GENERATOR
FINAL ASSEMBLY

• Degreasing

• Encapsulation

• Abrasive Blast

• Welding
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Waste Streams

6JG�QRGTCVKQP�CPF�OCKPVGPCPEG�CEVKXKVKGU�CV�VJG�0)2(�FGOCPFU�CTG�FKXGTUG
CPF�IGPGTCVG� C� NCTIG�PWODGT� QH�YCUVG� UVTGCOU�� � � 6QVCN�YCUVG� IGPGTCVGF� KP
HKUECN� [GCT� ����� 
(;���� HQT� JC\CTFQWU� YCUVG� 
4%4#��� UQNKF� YCUVG�� OKZGF
YCUVG� CPF� NQY�NGXGN� YCUVG� 
..9�� KU� UJQYP� KP� 6CDNG� ��� � � 0)2(� RTQFWEGU
CRRTQZKOCVGN[�����QH�CNN�QH�50.�0/ U�4%4#�TGIWNCVGF�YCUVG�CPF�����QH�VJG
..9�

6CDNG�����0)2(�9CUVG�)GPGTCVKQP�HQT�(KUECN�;GCT�����

&WTKPI�HKUECN�[GCT������
(;����0)2(�JCU�DGGP�KPETGCUKPI�
TCORKPI�WR�� KV U
RTQFWEVKQP� VQ� HWNN� ECRCEKV[�� � �6JKU� TCOR�WR�JCU� ECWUGF�CP� KPETGCUG� KP� VJGKT
TQWVKPG� ..9� CPF� JC\CTFQWU� YCUVG�� � (KIWTGU� �� CPF� �� UJQY� VJG� KPETGCUGF
IGPGTCVKQP�QH�..9�CPF�*C\CTFQWU�� TGURGEVKXGN[�D[�SWCTVGT� HQT�(;���� �..9
RTQFWEVKQP� KP� (;��� YCU� NCTIGN[� CHHGEVGF� D[� VJG� TGOQXCN� QH� UGXGTCN� *'2#
HKNVGTU��YJKEJ�KU�EQPUKFGTGF�C�PQP�TQWVKPG�YCUVG�UQWTEG�

(KIWTG�����..9�CPF�/KZGF�9CUVG�&KURQUCN�HQT�0)2(�&WTKPI�(;��

Hazardous Waste 1135 kg
Solid Waste 1148 kg
Mixed Waste 5 ft3
Low Level Waste 963 ft3

76
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(KIWTG����*C\CTFQWU�9CUVG�&KURQUCN�HQT�0)2(�FWTKPI�(;��

6JG� RTKOCT[� YCUVG� UVTGCOU� QH� VJG� 0)2(� CTG� JC\CTFQWU� UQNXGPVU�� OKZGF
CEKFU�� CPF� RNCVKPI� UQNWVKQPU�� CPF� DQVJ� NQY�NGXGN� CPF� UQNKF� YCUVG� NCDQTCVQT[
VTCUJ� EQPUKUVKPI�OCKPN[� QH� RGTUQPPGN� RTQVGEVKXG� GSWKROGPV� 
22'�� KPENWFKPI
NCD� EQCVU�� INQXGU�CPF�DQQVKGU�� �(KIWTG��� KU� C� HNQY�FKCITCO�QH� VJG�RTQFWEVKQP
RTQEGUU�KFGPVKH[KPI�VJG�RTQFWEVU�WUGF�CPF�YCUVG�UVTGCOU�CUUQEKCVGF�YKVJ�GCEJ
RTQEGUU�

(KIWTG����0)2(�(NQY�&KCITCO�YKVJ�/CLQT�9CUVG�5VTGCOU

PIECE
PARTS

DI Water, Alcohol, Nitric Acid,
Hydrochloric Acid, Acetic Acid,

Sulfuric Acid, Chromium trioxide

Spent Water, Spent Alcohol, Spent
Nitric/Hydrochloric/Acetic/Sulfuric
Acid Mixture, Chromium etchant

SUB-
ASSEMBLY

DI Water, Alcohol, Acetone,
Metalize mixture

Spent Water, Spent Alcohol,
Spent Acetone, Scrap, PPE

DI Water, Alcohol, Acetone,
Tritium Targets, Blasting Media,

Epoxy mixtures

TUBE
ASSEMBLY

Tritiated Water, Alcohol/Acetone
Spent,  Scrap, silica, Epoxy resin,

PPE

NEUTRON
GENERATOR

SUB-
ASSEMBLY

DI Water, Ethanol, Acetone, Blasting Media, Epoxy
mixtures, Mold release, metal coating, lubricating oils

Spent Water, Spent Ethanol, Spent Acetone,  Scrap, silica,
Aluminum oxide, Mold release, Epoxy resin, PPE, metal

coating over-spray,   used oil

NEUTRON
GENERATOR

FINAL
ASSEMBLY

DI Water, Methylene chloride, Neutron
Generator Sub-Assemblies

Methylene chloride contaminated rags,
Scrap, PPE, detest debris

402

629

801

974
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Hazardous Waste Streams

6JG� 0)2(� RTQFWEGU� CRRTQZKOCVGN[� ��� FKHHGTGPV� JC\CTFQWU� YCUVG� UVTGCOU�
6JG� NCTIGUV� JC\CTFQWU� YCUVG� UVTGCOU� CTG� UJQYP� KP� (KIWTG� ��� 6JG� NCTIGUV
YCUVG�UVTGCO�HQT�VJG�HCEKNKV[�KU�URGPV�CNEQJQN���#NEQJQN�KU�WUGF�VJTQWIJ�QWV�VJG
HCEKNKV[�CU�C�UQNXGPV��FGITGCUGT�CPF�ENGCPGT���6JG�TGOCKPKPI�JC\CTFQWU�YCUVG
UVTGCOU�CTG� EQORTKUGF� QH� QVJGT� UQNXGPVU�CPF�CEKFU�� �6JG� UQNXGPVU�CPF� CEKFU
CTG�OCKPN[�WUGF�HQT�FGITGCUKPI�CPF�GVEJKPI�TGURGEVKXGN[�

(KIWTG����6QR�4%4#�4GIWNCVGF�9CUVGUVTGCOU�HQT�������KP�(;��

Solid Waste Streams

6JG� 0)2(� RTQFWEGU� CRRTQZKOCVGN[� ��� FKHHGTGPV� PQP�4%4#� EJGOKECN� UQNKF
YCUVG�UVTGCOU��6JG�NCTIGUV�UQNKF�YCUVG�UVTGCOU�CTG�UJQYP�KP�(KIWTG�����1PN[
YCUVG� UVTGCOU� TGSWKTKPI� C� FKURQUCN� TGSWGUV� VJCV� CTG� GPVGTGF� KP� VJG� 1TCENG
'PXKTQPOGPVCN� 5[UVGO� CTG� TGRQTVGF�� � 50.�0/� FQGU� PQV� EWTTGPVN[� JCXG� C
UGRCTCVG�OGEJCPKUO�HQT�VTCEMKPI�KPFKXKFWCN�UQNKF�YCUVG�UVTGCOU�FKURQUGF�VQ
VJG�FWORUVGT�

#NWOKPC� QT� CNWOKPWO�QZKFG� KU� VJG� NCTIGUV� UQNKF�YCUVG� UVTGCO�� � #NWOKPC� KU
WUGF�KP�CDTCUKXG�DNCUVKPI���#NWOKPC�YCU�RTQHKNGF�KP�(;���CPF�KU�PQY�FKURQUGF
KP�VJG�UQNKF�YCUVG�FWORUVGT�UVTGCO���9CUVG�UVTGCOU�PQV�EWTTGPVN[�VTCEMGF�D[
VJG�HCEKNKV[�KPENWFG�INCUU��RNCUVKE��ECTFDQCTF��CPF�CNWOKPWO�

551.12

131.64
154.29
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(KIWTG�����6QR�0QP�4%4#�%JGOKECN�9CUVGUVTGCOU�HQT�������KP�(;��

Low Level and Mixed Radioactive Waste

#NN�NQY�NGXGN�CPF�OKZGF�YCUVG�KU�RTQFWEGF�KP�VJG�6TKVKWO�'PXGNQRG���%WTTGPV
HCEKNKV[� RTQEGFWTGU� TGSWKTG� VJCV� CNN� OCVGTKCN� HTQO� VJKU� CTGC� KU� FKURQUGF� CU
GKVJGT� NQY� NGXGN� QT� OKZGF�� FGRGPFKPI� QP� VJG� RTGUGPEG� QH� C� JC\CTFQWU
EQPUVKVWGPV�� � (KIWTGU� �� CPF� �� UJQY� VJG� FKUVTKDWVKQP� QH� VJG� FKHHGTGPV� YCUVG
V[RGU�

%QORCEVCDNG�� UQNKF� YCUVG� HTQO� TQWVKPG� QRGTCVKQPU� KU� FKURQUCDNG� 22'
KPENWFKPI� UWKVU�� NCD� EQCVU�� INQXGU�� DQQVKGU� CPF� UMWNNECRU�� �#� NCTIG� RQTVKQP� QH
VJKU�YCUVG� UVTGCO� KU�6[XGM6/�OCVGTKCN�� �0QP�EQORCEVCDNG�� UQNKF�YCUVG� HTQO
TQWVKPG� QRGTCVKQPU� EQPUKUVU� NCTIGN[� QH� UETCR� OGVCN�� EQORWVGT� RCTVU�� INCUU�
RNCUVKE��CPF�HKNVGTU��0QP�EQORCEVCDNG��NKSWKF�YCUVG�HTQO�TQWVKPG�QRGTCVKQPU�KU
VTKVKCVGF� YCVGT� CPF� VCTIGV� YCUVG�� � 6JKU� YCUVG� UVTGCO� KU� UQNKFKHKGF� CV� VJG
4CFKQCEVKXG�CPF�/KZGF�9CUVG�/CPCIGOGPV�(CEKNKV[�
4/9/(��CPF�UGPV�QHH�
UKVG� HQT� FKURQUCN�� � 0QP�EQORCEVCDNG� YCUVG� HTQO� PQP�TQWVKPG� QRGTCVKQPU
EQPUKUVU� QH� XCEWWO� RWORU�� *'2#� HKNVGTU�� UETCR� OGVCN�� INCUU�� CPF� RNCUVKE
IGPGTCVGF� HTQO� ENGCP� QWV� CPF� FGOQNKVKQP� RTQLGEVU�� � 6JKU� YCUVG� UVTGCO� KU
IGPGTCVGF�FWTKPI�C�URKNN�QT�QVJGT�GXGPV�VJCV�KU�PQV�RCTV�QH�VJG�HCEKNKVKGU�PQTOCN
QRGTCVKQP��CPF�XCTKGU�HTQO�[GCT�VQ�[GCT���6JG�EJCPIG�QWV�QH�*'2#�HKNVGTU��HQT
KPUVCPEG��YCU�VJG�OCLQT�EQORQPGPV�QH�VJKU�YCUVG�UVTGCO�KP�(;���
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(KIWTG�����&KUVTKDWVKQP�QH�.QY�.GXGN�9CUVG�6[RGU

(KIWTG�����&KUVTKDWVKQP�QH�/KZGF�9CUVG�6[RGU

69%

25%

4% 2%

Compactable; Solid Waste
from Routine Operations
(69%)

Non-Compactable; Solid
Waste from Routine
Operations (25%)

Non-Compactable; Liquid
Waste from Routine
Operations (4%)

Non-Compactable; Solid
Waste from Non-Routine
Operations (2%)

15%

85%

Non-Compactable; Solid
Waste from Non-Routine
Operations (85%)

Non-Compactable; Solid
Waste from Routine
Operations (15%)
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Current Activities

Waste Profiling

1XGT� VJG� NCUV� EQWRNG� QH� [GCTU�� VJG� 50.�0/� .GICN� CPF� VJG� 4GIWNCVQT[
%QORNKCPEG� &GRCTVOGPVU� JCXG� CNNQYGF� QTICPK\CVKQPU� NKMG� VJG� 0)2(� VQ
�RTQHKNG�� EGTVCKP� YCUVG� UVTGCOU� CU� PQP�JC\CTFQWU� VJCV� YGTG� RTGXKQWUN[
OCPCIGF� CU� JC\CTFQWU��6JKU� RTQHKNKPI� RTQEGUU� CNNQYU�YCUVGU� VQ� DG� TGOQXGF
HTQO�VJG�4%4#�TGIWNCVQT[�TGSWKTGOGPVU�CPF�DG�FKURQUGF�CU�UQNKF�YCUVG��6JG
RTQHKNKPI� RTQEGUU� TGSWKTGU� VJCV� HCEKNKV[� YCUVG� OCPCIGOGPV� RGTUQPPGN� RTQXG
VJCV� VJG� YCUVG� UVTGCO� FQGU� PQV� OGGV� GKVJGT� VJG� EJCTCEVGTKUVKE� QT� NKUVGF
ETKVGTKC�QH�C�JC\CTFQWU�YCUVG�

5GXGTCN� YCUVG� UVTGCOU� JCXG� DGGP� RTQHKNGF�� � 6JKU� TGENCUUKHKECVKQP� RTQEGUU
TGFWEGF� VJG� COQWPV� QH� JC\CTFQWU�YCUVG� IGPGTCVGF� CV� VJG�0)2(� D[� CNOQUV
�����CPF�UCXGF�QXGT���������C�[GCT�KP�FKURQUCN�EQUVU��2TQHKNGF�YCUVG�UVTGCOU
KPENWFGF�

á 4CIU�CPF�YKRGU�EQPVCOKPCVGF�YKVJ�UQNXGPVU��6JKU�HCEKNKV[�YCU�IGPGTCVKPI
QXGT����ICNNQPU�C�YGGM�QH�FT[�UQNXGPV�EQPVCOKPCVGF�YKRGU��#P�GXCNWCVKQP
QH� GCEJ� IGPGTCVQT U� RTQEGUUGU� YCU� TGXKGYGF� CNQPI� YKVJ� C� DCUKE� VTCKPKPI
UGUUKQP�QP�VJG�TGIWNCVQT[�IWKFGNKPGU�HQT�VJG�FKURQUCN�QH�VJGUG�TCIU�

á 1KN[� EQPVCOKPCVGF� OCVGTKCN�� &CKN[�� YGGMN[� CPF� OQPVJN[� RTGXGPVCVKXG
OCKPVGPCPEG�RTQITCOU�IGPGTCVG�NCTIG�COQWPVU�QH�VJKU�YCUVG�UVTGCO�

á 9CUVGYCVGT�� EQPUKUVKPI� QH� ���� UQCR�� ���� GVJCPQN� CPF� ���� &+� YCVGT
UQNWVKQP��#DQWV����ICNNQPU�C�YGGM�QH�YCUVG�YCVGT��RTGXKQWUN[�TGIWNCVGF��KU
FKUEJCTIGF�VQ�VJG�UCPKVCT[�UGYGT�

Waste Compactor

9CUVG�/CPCIGOGPV� ETGYU� CTG� RTGUGPVN[�YQTMKPI� VQ� KPUVCNN� C� EQORCEVQT� HQT
NQY�NGXGN� VTKVKWO� EQPVCOKPCVGF� EQORCEVCDNG� OCVGTKCN�� 6JKU� EQORCEVQT� YCU
RWTEJCUGF� NCUV� [GCT� VQ� TGFWEG� ETGY U� VKOG� HQT� VJG� JCPFNKPI�� RCEMCIKPI� CPF
FQEWOGPVCVKQP� QH� GCEJ� DCI� QH� 22'�� CPF� VQ� TGFWEG� VJG� VQVCN� YCUVG� XQNWOG�
2TGUGPVN[��VJG�0)(2�IGPGTCVGU�CDQWV�VGP�DCIU�C�YGGM�QH�VJKU�YCUVG�UVTGCO�
6JKU� EQORCEVQT�JCU� VJG� ECRCDKNKVKGU� VQ� EQORCEV� UGXGP�DCIU� QH�22'� KPVQ� QPG
OGVCN����ICNNQP�FTWO��6JKU�FTWO�YKNN�VJGP�DG�EGTVKHKGF�D[�CP�QPUKVG�KPURGEVQT
CPF� EQWNF� DG� UJKRRGF� FKTGEVN[� VQ� VJG� FKURQUCN� UKVG�� 6JKU�YKNN� PQV� TGFWEG� VJG
COQWPV� QH� 22'� RTGUGPVN[� DGKPI� WUGF�� DWV� YKNN� CNNQY� HQT� DGVVGT� URCEG
OCPCIGOGPV� CV� VJG� FKURQUCN� UKVGU�� � � #� 4GVWTP� QP� +PXGUVOGPV� 
41+�
ECNEWNCVKQP� QP� VJG� KORNGOGPVCVKQP� QH� VJKU� GSWKROGPV� KU� KPENWFGF� KP
#VVCEJOGPV���
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Pollution Prevention Opportunities

#HVGT� GXCNWCVKPI� VJG� YCUVG� UVTGCO� FCVC�� VJG� VGCO� RCTVKEKRCVGF� KP� C
DTCKPUVQTOKPI�UGUUKQP�VQ�FGXGNQR�C�NKUV�QH�RQVGPVKCN�YCUVG�TGFWEVKQP�KFGCU��6JG
KFGCU�KFGPVKHKGF�HQT�GXCNWCVKQP�CTG�UWOOCTK\GF�DGNQY�

+FGC� ��� #NEQJQN� 4GFWEVKQP�� (KPF� CP� CNVGTPCVG� WUG� HQT� URGPV� CNEQJQN�
RQUUKDN[�CU�C�HWGN�

+FGC� ��� #NEQJQN� 4GE[ENG�� 4G�FKUVKNN� CPF�QT� HKNVGT� CNEQJQN� HQT� TGWUG� GKVJGT
YKVJKP�0GWVTQP�)GPGTCVQT�(CEKNKV[�QT�GZVGTPCNN[

+FGC� ��� .GCP� 6JKPMKPI�� +PVGITCVG� )TGGP� KPVQ� 0)2( U� .GCP� 6JKPMKPI
3WCNKV[�2TQITCO

+FGC����'NGOGPVCT[�0GWVTCNK\CVKQP��5GITGICVG�JKIJ�CPF�NQY�R*�EJGOKECNU
HTQO� FKHHGTGPV� RTQEGUUGU� CPF� � PGWVTCNK\G� VQ� TGOQXG� VJG� JC\CTFQWU
EJCTCEVGTKUVKE�� � 2TQHKNG� VJG� PGWVTCNK\GF� YCUVGU� HQT� FKURQUCN� KP� VJG� UCPKVCT[
UGYGT�U[UVGO�

+FGC� ��� %JGOKECN� 5WDUVKVWVKQP�� 'XCNWCVG� EJGOKECN� UWDUVKVWVKQP� QRVKQPU
VJCV� YQWNF� FGETGCUG� VJG� JGCNVJ� CPF� GPXKTQPOGPVCN� KORCEV� QH� 0)2(	U
UQNXGPVU�� OQNF� TGNGCUG�� CPF� CEKFU�� %JGOKECNU� VJCV� CTG� PQV� TGSWKTGF� KP� VJG
RTQFWEVKQP�URGEKHKECVKQPU�YQWNF�DG�GXCNWCVGF�HKTUV�CPF�CNVGTPCVKXGU�IGPGTCVGF
VJTQWIJ�VJG�0)2(	U�EWTTGPV�.GCP�6JKPMKPI�KPKVKCVKXG�

+FGC� ��� .CWPFGT� 22'�� 2WTEJCUG� KP�JQWUG� GSWKROGPV� VQ� YCUJ� CPF� TGWUG
22'�HTQO�TCFKQCEVKXG�CTGCU�

+FGC� ��� 4CFKCVKQP� 2TQVGEVKQP� 2TQVQEQN�� &GXGNQR� C� RTQEGFWTG� HQT� VJG
EJCTCEVGTK\CVKQP�QH�PQP�TCFKQCEVKXG�YCUVG�NGCXKPI�VJG�VTKVKWO�GPXGNQRG�

+FGC����4GWUG�22'�KP�PQP�4CFKQCEVKXG�CTGCU��4GWUG�NCDEQCVU�VJCV�CTG�PQV
FCOCIGF�FWTKPI�WUG�CPF�FQEWOGPV�VJG�SWCPVKV[�QH�YCUVG�TGFWEGF�HTQO�TGWUG�

+FGC����4GE[ENG�PQP�4CFKQCEVKXG�22'��5GV�WR�C� EQPVTCEV� VQ� TGE[ENG�22'
HTQO�PQP�4CFKQCEVKXG�CTGCU�

+FGC�����2GTOCPGPV�22'��2WTEJCUG� TGWUCDNG� UJQGU� QT� UJQG� EQXGTU� HQT� CNN
CTGCU�VJCV�TGSWKTG�DQQVKGU�

6JG� 2�� KFGCU� YGTG� HWTVJGT� GXCNWCVGF� D[� VJG� 221#� VGCO� DCUGF� QP
GHHGEVKXGPGUU�� HGCUKDKNKV[�� CPF� EQUV�� 6JG� KFGCU� YGTG� ECVGIQTK\GF� WUKPI� VJG
2�+�%�-� 
2QUUKDNG�+ORNGOGPV�%JCNNGPIG�-KNN�� %JCTV� KP� #VVCEJOGPV� ��� � 6JG
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2�+�%�-�%JCTV�KU�C�VQQN�WUGF�D[�VJG�HCEKNKV[�VQ�TCPM�KFGCU�HQT�KORNGOGPVCVKQP�
1RRQTVWPKVKGU� ��� ��� ��� ��� ��� ��� CPF� ��� YGTG� UGNGEVGF� HQT� CFFKVKQPCN
KPXGUVKICVKQP��CPF�C�VGEJPKECN�CPF�GEQPQOKE�CPCN[UKU�YCU�RGTHQTOGF���'CEJ�QH
VJGUG�QRRQTVWPKVKGU�KU�FKUEWUUGF�DGNQY���6JG�FGVCKNGF�TGUWNVU�QH�VJGUG�CPCN[UGU
ECP� DG� HQWPF� KP� #VVCEJOGPV� ��� � 'CEJ� QH� VJGUG� UGXGP� QRRQTVWPKVKGU� CTG
TGEQOOGPFGF�HQT�KORNGOGPVCVKQP���6JG[�UJQY�CPPWCN�EQUV�UCXKPIU�YKVJ�SWKEM
RC[DCEM�RGTKQFU��CPF�UKIPKHKECPV�TGFWEVKQPU�KP�JC\CTFQWU�CPF�NQY�NGXGN�YCUVG�

Opportunity 1: Alcohol Recycle

1RRQTVWPKV[���RTQRQUGU�VQ�VTGCV�VJG�URGPV�CNEQJQN�VJTQWIJ�FKUVKNNCVKQP�CPF�QT
HKNVTCVKQP� HQT� TGWUG� GKVJGT�YKVJKP�0)2(�QT� GZVGTPCNN[�� � 6TGCVOGPV�YQWNF� DG
RTGHQTOGF�KP�VJG�NGUU�VJCP����FC[�UVQTCIG�CTGC�NQECVGF�KP�DWKNFKPI�������6JG
CNEQJQN�YQWNF�DG�VTGCVGF�VQ�OGGV�VJG�TGSWKTGOGPVU�KP�URGEKHKECVKQP�55�������
������ �#� (QTOWNC� #NEQJQN�� 6TGCVGF� CNEQJQN� EQWNF� VJGP� DG� WUGF� KPVGTPCNN[
YKVJKP�0)2(�QT�GZVGTPCNN[���%WTTGPVN[�0)2(�KU�VJG�NCTIGUV�WUGT�QH�CNEQJQN�QP�
UKVG�UQ�TGWUG�YKVJKP�VJG�HCEKNKV[�KU�RTGHGTTGF��DWV�QVJGT�QPUKVG�WUGTU�VJCV�EQWNF
DGPGHKV� HTQO�VJG�TGE[ENGF�CNEQJQN� KPENWFG�������CPF������� �6JKU�QRRQTVWPKV[
YQWNF� ITGCVN[� TGFWEG� 0)2( U� NCTIGUV� YCUVG� UVTGCO� YKVJ� VJG� RQUUKDKNKV[� QH
EQORNGVG� GNKOKPCVKQP�� %QUVU� KPEWTTGF� EQWNF� KPENWFG� CPCN[UKU�� GSWKROGPV�
KPUVCNNCVKQP�� KH� UGPV� QHHUKVG� UJKRRKPI�� CPF� RGTUQPPGN�� � 6JKU� OGCUWTG� YQWNF
FGETGCUG�FKURQUCN�EQUV�CPF�RQUUKDN[�VJG�EQUV�QH�RWTEJCUKPI�XKTIKP�CNEQJQN���6JG
4GVWTP� QP� +PXGUVOGPV� 
41+�� KU� ����� CPF� VJG� .KHG� %[ENG� %QUV� 5CXKPIU� KU
���������� � +PHQTOCVKQP� QP� RQUUKDNG� GSWKROGPV� XGPFQTU� KU� KPENWFGF� KP
#VVCEJOGPV���

Opportunity 2: Lean Thinking

%WTTGPVN[� 0)2(� KU� EQPVKPWQWUN[� KORTQXKPI� VJGKT� GHHKEKGPE[� VJTQWIJ� VJG
5KIOC� 5KZ� 3WCNKV[� RTQITCO�� � %QPVKPWQWU� KORTQXGOGPV� HQT� SWCNKV[� CPF
GPXKTQPOGPV� ECP� EQORNGOGPV� GCEJ� QVJGT� VJTQWIJ� C� UJCTGF� RTQITCO� VJCV
DTQCFGPU�VJG�FGHKPKVKQP�QH� YCUVG �VQ�KPENWFG�RJ[UKECN�YCUVG�CU�YGNN�CU�RTQEGUU
VKOG�YCUVG��1RRQTVWPKV[���TGEQOOGPFU�VJG�KPVGITCVKQP�QH�%NGCP�KPVQ�0)2( U
.GCP�6JKPMKPI�3WCNKV[�2TQITCO�D[�WVKNK\KPI�50.�0/ U�RQNNWVKQP�RTGXGPVKQP

2���UWRRQTV�UVCHH�KP�.GCP�'HHQTVU���6JGTG�KU�PQ�EQUV�CUUQEKCVGF�YKVJ�WVKNK\KPI
VJG� 2�� UWRRQTV� UVCHH�� 6JG� %NGCP� �� .GCP� GHHQTV� EQWNF� FGETGCUG� FKURQUCN� QH
UKPING�WUG�UQNXGPV�OKZVWTGU��EQPVKPWG�VQ�NQQM�CV�YCUVG�UVTGCOU�CPF�RTQHKNG�CNN
PQP�4%4#�UVTGCOU�CU� UQNKF�YCUVG�� VTCEM� TGFWEVKQPU� HQT� RTQHKNGF� UQNKF�YCUVG
UVTGCOU��CPF�FGETGCUG�WPPGEGUUCT[�22'�EJCPIGU���#P�41+�QT�.KHG�%[ENG�%QUV
5CXKPIU�YCU�PQV� ECNEWNCVGF� HQT� VJKU� QRRQTVWPKV[�DGECWUG� VJG� EQUV�CPF�YCUVG
TGFWEVKQP� GHHGEVKXGPGUU� YQWNF� DG� XCTKCDNG� FGRGPFKPI� QP� VJG� TGFWEVKQP
OGCUWTGU�KFGPVKHKGF�
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Opportunity 3: Elementary Neutralization

9CUVG�/CPCIGOGPV�ETGYU�CTG�UVCTVKPI�VQ�KPXGUVKICVG�VJG�UCXKPIU�RQVGPVKCN�QH
RGTHQTOKPI� GNGOGPVCT[� PGWVTCNK\CVKQP� KP� UQOG� QH� VJG� RNCVKPI� QRGTCVKQPU�
1RRQTVWPKV[� �� YQWNF� KPENWFG� UGITGICVKQP� QH� VJG� EJGOKECNU� HTQO� FKHHGTGPV
RTQEGUUGU�HQT�PGWVTCNK\CVKQP�CPF�RTQHKNKPI�VJG�PGWVTCNK\GF�YCUVG�UVTGCOU�CU�C
UQNKF� YCUVG� HQT� FKURQUCN� KP� VJG� UCPKVCT[� UGYGT� U[UVGO�� � #NVJQWIJ� VJKU
QRRQTVWPKV[� YQWNF� PQV� TGFWEG� VJG� VQVCN� SWCPVKV[� QH� YCUVG� RTQFWEGF� CV� VJG
HCEKNKV[�KV�YQWNF�TGFWEG�VJG�VQZKEKV[�QH�VJG�YCUVG�UVTGCO�� �1RRQTVWPKV[���JCU
VJG�RQVGPVKCN� VQ� TGFWEG�JC\CTFQWU� RNCVKPI� DCVJ�YCUVGU� D[� ����� �#P�41+� QT
.KHG� %[ENG� %QUV� 5CXKPIU�YCU� PQV� ECNEWNCVGF� HQT� VJKU� QRRQTVWPKV[� FWG� VQ� VJG
PGEGUUKV[�QH�URGEKHKE�YCUVG�UVTGCOU�DGKPI�KFGPVKHKGF�HQT�PGWVTCNK\CVKQP�

Opportunity 4: Chemical Substitution

1RRQTVWPKV[� �� RTQRQUGU� EJGOKECN� UWDUVKVWVKQP� QRVKQPU� HQT� UQNXGPVU�� OQNF
TGNGCUG�� CPF� QVJGT� EJGOKECN� EJCPIGU� VJCV� YQWNF� PQV� CHHGEV� VJG� RTQFWEV
URGEKHKECVKQPU�� � #� HWNN� GXCNWCVKQP� QH� CNN� EJGOKECN� UWDUVKVWVGU� KU� DG[QPF� VJG
UEQRG�QH�VJKU�221#���6JGTGHQTG��VJG�GXCNWCVKQP�RTQEGUU�YKNN�DG�KPEQTRQTCVGF�CU
RCTV� QH� VJG�.GCP�CPF�%NGCP� GHHQTV�� �6JKU�YKNN� DG� CP� QP� IQKPI� RTQEGUU�YJGTG
RCTVKEWNCT�EJGOKECNU�YKNN�DG�KFGPVKHKGF�CPF�GXCNWCVGF�HQT�UWDUVKVWVKQP�QRVKQPU�
6JKU� EQWNF� KPENWFG� VJG� HWTVJGT� WUG� QH� F�NKOQPGPG� QT� $TWNKP� ���)&� CU� PQP�
JC\CTFQWU�UQNXGPVU��#P�41+�QT�.KHG�%[ENG�%QUV�5CXKPIU�YCU�PQV�ECNEWNCVGF�HQT
VJKU� QRRQTVWPKV[� DGECWUG� VJG� EQUV� CPF� YCUVG� TGFWEVKQP� GHHGEVKXGPGUU� KU
XCTKCDNG�FGRGPFKPI�QP�VJG�UWDUVKVWVKQP�QRVKQPU�KFGPVKHKGF�

Opportunity 5: Radiation Protection Protocol

1RRQTVWPKV[� �� TGEQOOGPFU� VJG� FGXGNQROGPV� QH� C� RTQEGFWTG� HQT� VJG
EJCTCEVGTK\CVKQP� QH� PQP�TCFKQCEVKXG� YCUVG� NGCXKPI� VJG� 6TKVKWO� 'PXGNQRG�
%WTTGPVN[�CNN�YCUVG� TGOQXGF� HTQO� VJG� VTKVKWO�GPXGNQRG� KU� EQPUKFGTGF� GKVJGT
..9� QT�/KZGF�� � 6JKU� QRRQTVWPKV[� TGEQOOGPFU� CP� KP� FGRVJ�*GCNVJ� 2J[UKEU
GXCNWCVKQP� QH� VJG� EWTTGPV� RTQVQEQN� CPF� C� FGVGTOKPCVKQP� QH� YJGVJGT
EJCTCEVGTK\CVKQP� RTQVQEQN� EQWNF� DG� FGXGNQRGF�� #NVJQWIJ� VJKU� QRRQTVWPKV[
YQWNF�PQV� TGFWEG� VJG� VQVCN�YCUVG� IGPGTCVGF�� KV�YQWNF� TGFWEG� VJG� XQNWOG� QH
..9� CPF�/KZGF� 9CUVG� UGPV� HQT� FKURQUCN�� � � (WTVJGT� UVWF[� YKNN� PGGF� VQ� DG
RTGHQTOGF� DGHQTG� CP� 41+� QT� .KHG� %[ENG� %QUV� 5CXKPIU� ECNEWNCVKQP� ECP� DG
RTGHQTOGF�
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Opportunity 6: Recycle non-Radioactive PPE

1RRQTVWPKV[� �� TGEQOOGPFU� TGE[ENKPI� 6[XGM6/� 22'� HTQO� PQP�TCFKQNQIKECN
CTGCU�� �6JG�6[XGM6/�22'�YQWNF�DG�UGITGICVGF�HTQO�VJG�PQP�6[XGM6/�CV�VJG
GZKV� RQKPV� QH� CNN� PQP�TCFKQNQIKECN� EQPVTQNNGF� CTGCU�� � 6JG� UGITGICVGF�6[XGM6/
YQWNF�DG�DQZGF� KP� ECTFDQCTF� UJKRRKPI� EQPVCKPGTU�YKVJ� RTG�CFFTGUUGF� NCDGNU
RTQXKFGF�D[�VJG�XGPFQT���6JG�XGPFQT�RC[U�UJKRRKPI�CPF�FQPCVGU�������RGT�NCD
EQCV� CPF� ������ RGT� EQXGTCNN� VQ� C� NQECN� EJCTKV[� KP� 50.�0/ U� PCOG�� � 6JKU
QRRQTVWPKV[�TGFWEGU�VJG�COQWPV�QH�UQNKF�YCUVG�22'�IGPGTCVGF�CV�VJG�HCEKNKV[
D[�����CPF�UWRRQTVU�50.�0/ U�RWDNKE�QWVTGCEJ�RTQITCO���6JG�41+�KU�����
CPF� VJG� .KHG�%[ENG�%QUV� 5CXKPIU� KU� �������� � #VVCEJOGPV� �� EQPVCKPU� URGEKHKE
XGPFQT�KPHQTOCVKQP�

Opportunity 7: Permanent PPE

1RRQTVWPKV[���TGEQOOGPFU�VJG�RWTEJCUG�QH�TGWUCDNG�UJQGU�QT�UJQG�EQXGTU�HQT
CNN�CTGCU�VJCV�TGSWKTG�DQQVKGU�� �5JQGU�YQWNF�DG�RWTEJCUGF�HQT�CNN� KPFKXKFWCNU
VJCV�GPVGT�VJG�EQPVTQNNGF�CTGCU�QP�C�TGIWNCT�DCUKU���6JG�UJQGU�YQWNF�TGOCKP�KP
VJG� CTGCU� KP� TCEMU� FGUKIPGF� HQT� UVQTCIG� QH� VJG� UJQGU�� � 6JG� UJQGU� YQWNF� DG
FQPPGF�CPF�FQHHGF�RGT�VJG�CRRTQRTKCVG�EQPVTQN�RTQEGFWTGU���6JKU�QRRQTVWPKV[
TGFWEGU�DQVJ� VJG� UQNKF�CPF� NQY�NGXGN�YCUVG�FKURQUCN�D[�������� �6JG�41+� HQT
VJKU�QRRQTVWPKV[�KU������CPF�VJG�.KHG�%[ENG�%QUV�5CXKPIU�KU���������

Conclusion

6JG�0)2(�JCU�CP�QPIQKPI�EQOOKVOGPV� VQ�RQNNWVKQP�RTGXGPVKQP�D[�CRRN[KPI
UQWTEG� TGFWEVKQP�� WUKPI� NGUU� VQZKE� OCVGTKCNU�� CPF� D[� TGE[ENKPI� CPF� TGWUKPI
OCVGTKCNU����#U�C�TGUWNV�QH�VJKU�221#�UGXGP�QRRQTVWPKVKGU�JCXG�DGGP�KFGPVKHKGF
HQT�KORNGOGPVCVKQP��6JG�UGXGP�QRRQTVWPKVKGU�CTG�

1RRQTVWPKV[�����#NEQJQN�4GE[ENG��4G�FKUVKNN�CPF�QT�HKNVGT�CNEQJQN�HQT�TGWUG
GKVJGT�YKVJKP�0GWVTQP�)GPGTCVQT�(CEKNKV[�QT�GZVGTPCNN[

1RRQTVWPKV[�����.GCP�6JKPMKPI��+PVGITCVG�%NGCP�KPVQ�0)2( U�.GCP�6JKPMKPI
3WCNKV[�2TQITCO

1RRQTVWPKV[�����'NGOGPVCT[�0GWVTCNK\CVKQP��5GITGICVG�EJGOKECNU�HTQO
FKHHGTGPV�RTQEGUUGU�HQT�PGWVTCNK\CVKQP�CPF�2TQHKNG�CU�C�UQNKF
YCUVG�ECRCDNG�QH�FKURQUCN�VJTQWIJ�VJG�UCPKVCT[�UGYGT�U[UVGO�

1RRQTVWPKV[�����%JGOKECN�5WDUVKVWVKQP��'XCNWCVG�EJGOKECN�UWDUVKVWVKQP
QRVKQPU�HQT�UQNXGPVU��/QNF�TGNGCUG��CPF�QVJGT�EJGOKECN�EJCPIGU
VJCV�YQWNF�PQV�CHHGEV�VJG�RTQFWEV�URGEKHKECVKQPU
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1RRQTVWPKV[�����4CFKCVKQP�2TQVGEVKQP�2TQVQEQN��&GXGNQR�C�2TQEGFWTG�HQT�VJG
EJCTCEVGTK\CVKQP�QH�PQP�TCFKQCEVKXG�YCUVG�NGCXKPI�VJG�6TKVKWO
'PXGNQRG�

1RRQTVWPKV[�����4GE[ENG�PQP�4CFKQCEVKXG�22'��5GV�WR�C�EQPVTCEV�HQT�22'
TGE[ENG�HTQO�PQP�4CFKQNQIKECN�CTGCU�

1RRQTVWPKV[�����2GTOCPGPV�22'��2WTEJCUG�UJQGU�HQT�CNN�CTGCU�VJCV�TGSWKTG
DQQVKGU�

6JGUG� QRRQTVWPKVKGU� UJQY� CPPWCN� EQUV� UCXKPIU� YKVJ� SWKEM� RC[DCEM� RGTKQFU�
CPF� UKIPKHKECPV� TGFWEVKQPU� KP� VJG� IGPGTCVKQP� QH� JC\CTFQWU� CPF� NQY�NGXGN
YCUVG�
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Attachment 1
P.I.C.K Chart
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Big Pay- Small Pay-

DDeessccrriippttiioonn::  FFYY0011  PPPPOOAA  ooff  tthhee  NNeeuuttrroonn  GGeenneerraattoorr
FFaacciilliittyy

• Recycled Tyvek
• Use Compactor
• Profile Solid

Waste Streams

• Permanent PPE:
shoes in Rad and
non-Rad areas

• Lean Thinking
• Further Process

Review
• Chemical Substitutions

that would not affect
drawings

• Neutralization
• External Reuse of Ethanol

• As a Fuel
• Industrial Use

• Internal Reuse of Ethanol
• Change Rad Release

Limits
• Develop Methodology to

Characterize LLW

• Reuse PPE
• Launderable PPE
• Chemical Substitution that

would affect drawings
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Attachment 2
Cost Analysis
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Recycling of Spent Ethanol and Methanol Mixture
Worksheet 1: Operating and Maintenance Annual Recurring Costs

Expense Cost Items Before (B) After (A)
Annual Costs Annual Costs

Equipment
Purchased Raw Materials and
Supplies
Process Operation Costs:
Utility Costs
Labor Costs
Routine Maintenance Costs for
Processes
Process Costs
Material and Supply Costs $14,180 $3,545

Subtotal $14,180 $3,545
PPE and Related Health/Safety/Supply Costs
Waste Management Costs:

Waste Container costs
Treatment/Storage/Disposal Costs $27,500 $6,875
Inspection/Compliance Costs

Subtotal $27,500 $6,875
Recycling – Material Collection/Separation/Preparation
Costs:
Material and Supply Costs
Operations and Maintenance Labor
Costs
Vendor Costs for Recycling

Subtotal $0 $0
Administrative/Other Costs

Total Annual Cost: $41,680 $10,420
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Recycling of Spent Ethanol and Methanol Mixture
Worksheet 2: Itemized Project Funding Requirements  (One-Time) Implementation Costs)

Category Cost $

INITIAL CAPITAL INVESTMENT

Design
Purchase $16,000
Installation $1,000
Other Capital Investment (explain)

Subtotal: Capital Investment = (C) $17,000
INSTALLATION OPERATING EXPENSES

Planning/Procedure Development
Training
Miscellaneous Supplies
Startup/Testing
Readiness Reviews/Management
Assessment/Administrative Costs
Other Capital Investment (explain)

Subtotal: Installation Operating Expenses = (E) $0
All company adders (G&A/PHMC Fee, MPR, GFS, Overhead, taxes, etc.)

Total Project Funding Requirements = (C + E) $17,000

Useful Project Life (L) (Years)=          10 Time To Implement (Months)=  6
Estimated Project Termination/Disassembly Cost (if applicable) (D) =
RETURN ON INVESTMENT CALCULATION

ROI =( [(B – A) – [(C + E + D)/L]]/(C + E + D) x 100 )= 173.88%

O&M Annual Recurring Costs Project Funding Requirements

Annual Costs, Before (B) =         $41,680
Annual Costs, After (A) =            $10,420
Net Annual Savings (B – A) =     $31,260

Capital Investment (C) =             $17,000
Installation Op Expenses (E) =   $0
Total Project Funds (C + E) =     $17,000
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Recycling of Spent Ethanol and Methanol Mixture
Worksheet 3: Estimate Basis

INITIAL CAPITAL INVESTMENT

Equipment and Installation costs are based on an average cost estimated by potential distillation system
distributors

INSTALLATION AND STARTUP

TRADITIONAL (BASEINE) TECHNOLOGY/METHOD

Material costs are based on estimate given by Cynthia Tenorio that 14400 purchases approximately
1000 gallons of denatured ethanol ($13,280) and 100 gallons of methanol ($900).   Waste management
costs are based on the FY00 and FY01 disposal information for ethanol and methanol mixtures
approximately 550kg per year at a rate of $50 per kilogram.

NEW TECHNOLOGY/METHOD

After costs were estimated based on the system being able to recycle and reuse 75% of the mixture
thereby reducing the waste disposed by 75% as well.

COST SAVINGS/COST AVOIDANCE/RISK REDUCTION

Cost savings are based on reduction of virgin product purchasing and reduction in the quantity of waste
disposed.
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Project Title
Recycling of Spent Ethanol and Methanol Mixture

Implementation Cost ($)        17,000 Year
Initiated

2001

Project Life (years) 10

Annual Expenditures

2001 2002 2003 2004 2005 2006 2007 2008 2009 2010 2011 Sum Present Value

Base Case: in 2001

annual cost        41,680        41,680        41,680        41,680        41,680        41,680     41,680      41,680        41,680       41,680      41,680      458,480 $378,065

$0

$0

$0

Total Base Case 41,680 41,680 41,680 41,680 41,680 41,680 41,680 41,680 41,680 41,680 41,680 458,480 $378,065

Average annual cost = $41,680 Net Present
Value in

2001, Base
Case

$378,065

P2 Project:

implementation cost        17,000        17,000 $17,000

annual cost        10,420        10,420        10,420        10,420        10,420        10,420     10,420      10,420        10,420       10,420      10,420      114,620 $94,516

Decommissioning Cost              - $0

$0

Total P2 Project 27,420 10,420 10,420 10,420 10,420 10,420 10,420 10,420 10,420 10,420 10,420 131,620 $111,516

Net Present
Value in
2000, P2

Project

$111,516

Results Summary:

Life Cycle Savings (NPV Base Case - NPV P2 Project) = $266,549

Life Cycle Cost Savings per $ Invested = 1568%

Real Discount Rate 4.1%
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Recycling of Solid Waste Tyvek PPE
Worksheet 1: Operating and Maintenance Annual Recurring Costs

Expense Cost Items Before (B) After (A)
Annual Costs Annual Costs

Equipment
Purchased Raw Materials and
Supplies
Process Operation Costs:
Utility Costs
Labor Costs
Routine Maintenance Costs for
Processes
Process Costs
Other

Subtotal $0 $0
PPE and Related Health/Safety/Supply Costs $3,600.00 $3,600.00
Waste Management Costs:

Waste Container costs
Treatment/Storage/Disposal Costs $693 $173
Inspection/Compliance Costs

Subtotal $693 $173
Recycling – Material Collection/Separation/Preparation
Costs:
Material and Supply Costs
Operations and Maintenance Labor
Costs
Vendor Costs for Recycling

Subtotal $0 $0
Administrative/Other Costs

Total Annual Cost: $4,293 $3,773
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Recycling of Solid Waste Tyvek PPE
Worksheet 2: Itemized Project Funding Requirements  (One-Time) Implementation Costs)

Category Cost $

INITIAL CAPITAL INVESTMENT

Design
Purchase: Extra trash cans $200
Installation
Other Capital Investment (explain)

Subtotal: Capital Investment = (C) $200
INSTALLATION OPERATING
EXPENSES
Planning/Procedure Development
Training
Miscellaneous Supplies
Startup/Testing
Readiness Reviews/Management
Assessment/Administrative Costs
Other Capital Investment (explain)

Subtotal: Installation Operating Expenses = (E) $0
All company adders (G&A/PHMC Fee, MPR, GFS, Overhead, taxes, etc.)

Total Project Funding Requirements = (C + E) $200

Useful Project Life (L) (Years)=     20 Time To Implement (Months)=      1
Estimated Project Termination/Disassembly Cost (if applicable) (D) =
RETURN ON INVESTMENT CALCULATION

ROI = (B – A) – [(C + E + D)/L] x 100 = 255.00%

O&M Annual Recurring Costs Project Funding Requirements

Annual Costs, Before (B) =       $4,293 Capital Investment (C) =             $200
Annual Costs, After (A) =          $3,773 Installation Op Expenses (E) =   $0
Net Annual Savings (B – A) =   $520 Total Project Funds (C + E) =     $200
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Recycling of Solid Waste Tyvek PPE
Worksheet 3: Estimate Basis

GENERAL

Tyvek PPE would be sent to an off-site recycler.  The recycler would pay shipping and would donate
$.10/labcoat and $.25/coverall to a local charity in SNL/NM’s name.

INITIAL CAPITAL INVESTMENT

Extra trash cans to separate Tyvek material from non-Tyvek material will be purchased through JIT.
Approximate cost per trash can is $20.

INSTALLATION AND STARTUP

TRADITIONAL (BASEINE) TECHNOLOGY/METHOD

Previously all PPE from non-rad areas was disposed of as solid waste.

NEW TECHNOLOGY/METHOD

All Tyvek material would be sent off-site to a recycler.  The After waste disposal costs are based on
a 75% reduction in volume.

COST SAVINGS/COST AVOIDANCE/RISK REDUCTION

Cost savings would be based on a 75% reduction in solid waste disposed at $13/cubic yard (the
average unit cost that SNL/NM pays to use the KAFB Landfill.
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Project Title: Recycling of Solid Waste Tyvek PPE

Implementation Cost ($)             200 Year Initiated 2001

Project Life (years) 20

Annual Expenditures

2001 2002 2003 2004 2005 2006 2007 2008 2009 2010 2011 Sum Present Value

Base Case: in 2001

annual cost          4,293          4,293          4,293          4,293          4,293          4,293       4,293        4,293          4,293         4,293        4,293        47,227 $38,943

$0

$0

$0

Total Base Case 4,293 4,293 4,293 4,293 4,293 4,293 4,293 4,293 4,293 4,293 4,293 47,227 $38,943

Average annual cost = $4,293 Net Present Value in 2001, Base Case $38,943

P2 Project:

implementation cost             200             200 $200

annual cost          3,773          3,773          3,773          3,773          3,773          3,773       3,773        3,773          3,773         3,773        3,773        41,507 $34,227

Decommissioning Cost              - $0

$0

Total P2 Project 3,973 3,773 3,773 3,773 3,773 3,773 3,773 3,773 3,773 3,773 3,773 41,707 $34,427

Net Present Value in 2000, P2 Project $34,427

Results Summary:

Life Cycle Savings (NPV Base Case - NPV P2 Project) = $4,517

Life Cycle Cost Savings per $ Invested = 2258%

Real Discount Rate 4.1%
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Purchase of Permanent PPE (shoes)
Worksheet 1: Operating and Maintenance Annual Recurring Costs

Expense Cost Items Before (B) After (A)
Annual Costs Annual Costs

Equipment
Purchased Raw Materials and Supplies
Process Operation Costs:
Utility Costs
Labor Costs
Routine Maintenance Costs for
Processes
Process Costs
Other

Subtotal $0 $0
PPE and Related Health/Safety/Supply Costs $3,600 $0
Waste Management Costs:

Waste Container costs
Treatment/Storage/Disposal Costs $1,527 $0
Inspection/Compliance Costs

Subtotal $5,127 $0
Recycling – Material Collection/Separation/Preparation
Costs:
Material and Supply Costs
Operations and Maintenance Labor
Costs
Vendor Costs for Recycling

Subtotal $0 $0
Administrative/Other Costs

Total Annual Cost: $5,127 $0
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Purchase of Permanent PPE (shoes)
Worksheet 2: Itemized Project Funding Requirements  (One-Time) Implementation Costs)

Category Cost $

INITIAL CAPITAL INVESTMENT

Design
Purchase: permanent PPE (shoes) $630
Installation
Other Capital Investment (explain)

Subtotal: Capital Investment = (C) $630
INSTALLATION OPERATING
EXPENSES
Planning/Procedure Development
Training
Miscellaneous Supplies
Startup/Testing
Readiness Reviews/Management Assessment/Administrative Costs
Other Capital Investment (explain)

Subtotal: Installation Operating Expenses = (E) $0
All company adders (G&A/PHMC Fee, MPR, GFS, Overhead, taxes, etc.)

Total Project Funding Requirements = (C + E) $630

Useful Project Life (L) (Years)=        10 Time To Implement (Months)=        1
Estimated Project Termination/Disassembly Cost (if applicable) (D) = $1,527
RETURN ON INVESTMENT CALCULATION

ROI = (B – A) – [(C + E + D)/L] x 100 = 227.71%

O&M Annual Recurring Costs Project Funding Requirements

Annual Costs, Before (B) =              $5,127 Capital Investment (C) =            $630
Annual Costs, After (A) =                 $0 Installation Op Expenses (E) =  $0
Net Annual Savings (B – A) =          $5,127 Total Project Funds (C + E) =    $630
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Purchase of Permanent PPE (shoes)
Worksheet 3: Estimate Basis

INITIAL CAPITAL INVESTMENT

PPE shoes would be purchased by the facility to replace the current disposable booties that are
being used.  Approximate cost per pair of shoes is $3.15 and it is assumed that approximately 200
pairs will be purchased.

INSTALLATION AND STARTUP

TRADITIONAL (BASEINE) TECHNOLOGY/METHOD

Approximately 100 pairs of booties per month are purchased at $3 per pair.  Currently all booties are
being disposed of as waste.  Booties from non-rad areas are disposed of as solid waste at a rate of
$13/cubic yard.  Approximately 12.5% of the solid waste PPE stream is booties with a total waste
stream quantity of 40 cubic feet per month.  Booties from rad areas are disposed of as LLW at a rate
of $30/cubic foot.  Approximately 12.5% of the LLW PPE stream is booties with a total waste stream
quantity of 32 cubic feet per month.

NEW TECHNOLOGY/METHOD

Permanent PPE shoes would eliminate the purchase and disposal of booties on an annual basis.
Shoes at the end of the project life would be disposed of in accordance with waste management
procedures.

COST SAVINGS/COST AVOIDANCE/RISK REDUCTION

Cost savings are based on the elimination of annual purchase and disposal of
booties.
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Project Title: Purchase of Permanent PPE (shoes)

Implementation Cost ($)             630 Year Initiated 2001

Project Life (years) 10

Annual Expenditures

2001 2002 2003 2004 2005 2006 2007 2008 2009 2010 2011 Sum Present Value

Base Case: in 2001

annual cost          5,127          5,127          5,127          5,127          5,127          5,127       5,127        5,127          5,127         5,127        5,127        56,393 $46,502

$0

$0

$0

Total Base Case 5,127 5,127 5,127 5,127 5,127 5,127 5,127 5,127 5,127 5,127 5,127 56,393 $46,502

Average annual cost = $5,127 Net Present Value in 2001, Base Case $46,502

P2 Project:

implementation cost             630             630 $630

annual cost                -                -                -                -                -                -             -              -                -               -              - $0

Decommissioning Cost        1,527          1,527 $1,467

$0

Total P2 Project 630 0 0 0 0 0 0 0 0 0 1,527 2,157 $2,097

Net Present Value in 2000, P2 Project $1,651

Results Summary:

Life Cycle Savings (NPV Base Case - NPV P2 Project) = $44,851

Life Cycle Cost Savings per $ Invested = 7119%

Real Discount Rate 4.1%
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Use of Compactor to Reduce the Volume Disposed of LLW PPE
Worksheet 1: Operating and Maintenance Annual Recurring Costs

Expense Cost Items Before (B) After (A)
Annual Costs Annual Costs

Equipment
Purchased Raw Materials and
Supplies
Process Operation Costs:
Utility Costs
Labor Costs
Routine Maintenance Costs for
Processes
Process Costs
Other

Subtotal $0 $0
PPE and Related Health/Safety/Supply Costs
Waste Management Costs:

Waste Container costs
Treatment/Storage/Disposal Costs $11,520 $3,840
Inspection/Compliance Costs

Subtotal $11,520 $3,840
Recycling – Material Collection/Separation/Preparation
Costs:
Material and Supply Costs
Operations and Maintenance Labor Costs
Vendor Costs for Recycling

Subtotal $0 $0
Administrative/Other Costs

Total Annual Cost: $11,520 $3,840
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Use of Compactor to Reduce the Volume Disposed of LLW PPE
Worksheet 2: Itemized Project Funding Requirements  (One-Time Implementation Costs)

Category Cost $

INITIAL CAPITAL INVESTMENT

Design
Purchase
Installation
Other Capital Investment (explain)

Subtotal: Capital Investment = (C) $0
INSTALLATION OPERATING EXPENSES

Planning/Procedure Development

Training
Miscellaneous Supplies
Startup/Testing
Readiness Reviews/Management
Assessment/Administrative Costs
Other Capital Investment (explain)

Subtotal: Installation Operating Expenses = (E) $0
All company adders (G&A/PHMC Fee, MPR, GFS, Overhead, taxes, etc.)

Total Project Funding Requirements = (C + E) $0

Useful Project Life (L) (Years)=     10 Time To Implement (Months)=      6
Estimated Project Termination/Disassembly Cost (if applicable) (D) = $10,000
RETURN ON INVESTMENT CALCULATION

ROI = (B – A) – [(C + E + D)/L] x 100 = 66.80%

O&M Annual Recurring Costs Project Funding Requirements

Annual Costs, Before (B) =       $11,520 Capital Investment (C) =              $0
Annual Costs, After (A) =          $3,840 Installation Op Expenses (E) =    $0
Net Annual Savings (B – A) =   $7,680 Total Project Funds (C + E) =      $0
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Use of Compactor to Reduce the Volume Disposed of LLW PPE
Worksheet 3: Estimate Basis

GENERAL

Neutron Generator has purchased a compactor to reduce the volume of their Low Level Waste.
This cost assessment does not account for equipment already purchased only the cost savings of
the use of the compactor and the eventual cost of the disposal of the compactor.

INITIAL CAPITAL INVESTMENT

Compactor has already been purchased so there is no further capital investment
anticipated.

INSTALLATION AND STARTUP

Future costs related to the startup of the compactor are already accounted for in the employment of
full time waste management personnel.

TRADITIONAL (BASEINE) TECHNOLOGY/METHOD

Currently LLW PPE is not being compacted.  The charge for disposal of LLW is approximately $30
per cubic foot with an average of 32 cubic feet per month being disposed.

NEW TECHNOLOGY/METHOD

Compaction of PPE will reduce the current volume by approximately 66%.  The charge to dispose of
the PPE will remain at $30 per cubic foot

COST SAVINGS/COST AVOIDANCE/RISK REDUCTION

Cost savings are based on the reduction in volume of disposed LLW PPE due to
compaction.  Cost savings do not account for the reduction in volume due to the
purchase of permanent PPE.
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Project Title:  Use of Compactor to Reduce the Volume Disposed of LLW PPE

Implementation Cost ($)                - Year Initiated 2001

Project Life (years) 10

Annual Expenditures

2001 2002 2003 2004 2005 2006 2007 2008 2009 2010 2011 Sum Present Value

Base Case: in 2001

annual cost        11,520        11,520        11,520        11,520        11,520        11,520     11,520      11,520        11,520       11,520      11,520      126,720 $104,494

$0

$0

$0

Total Base Case 11,520 11,520 11,520 11,520 11,520 11,520 11,520 11,520 11,520 11,520 11,520 126,720 $104,494

Average annual cost = $11,520 Net Present Value in 2001, Base Case $104,494

P2 Project:

implementation cost                - $0

annual cost          3,840          3,840          3,840          3,840          3,840          3,840       3,840        3,840          3,840         3,840        3,840        42,240 $34,831

Decommissioning Cost      10,000        10,000 $9,606

$0

Total P2 Project 3,840 3,840 3,840 3,840 3,840 3,840 3,840 3,840 3,840 3,840 13,840 52,240 $44,438

Net Present Value in 2000, P2 Project $41,522

Results Summary:

Life Cycle Savings (NPV Base Case - NPV P2 Project) = $62,972

Life Cycle Cost Savings per $ Invested = N/A

Real Discount Rate 4.1%
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Attachment 3
Vendor Information
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Recycling Of Hazardous Wastes Benefits All 
BeQpIe BUY O r  Lease 8 
Sidewinder 
for Four Remsns: 
0 To save money on solvent  purchases. 

0 To save  money on waste  disposal  costs. 
To conform  with  regulations and avoid 

To do their part to save the planet. 
Hazardous Waste 
All used  solvents, thinners  and reduc- 
ers  are  hazardous  wastes.  There  are 
only two  legal  ways to dispose of these 
hazardous  wastes: 
1. For  less than 100 kilograms of 

potential  costly  fines. 

waste  per month, obtain an EPA 
identification number as  a  small 
quantity generator and pay  a 
registered transporter to haul the 
waste to an approved  recycling 
facility or other type of approved 
facili  ty...  or 

2.  Recycle the used solvent on site for 
future reuse. 

Hazardous  waste  generators  have  a 
“cradle to grave”  responsibility  for  safe 

disposal of hazardous  wastes.  Federal 
law  says the generator is responsible 
for the waste he creates,  regardless of 
who hauls it away  or  where it is stored. 
His name is on  the barrel and if it is 
spilled or otherwise  causes pollution, 
he is responsible  for the cleanup. 
Forever! 
Of course to dispose of hazardous 
wastes in any unlawful  way is just 
foolhardy and a  good  way to risk 
heavy cleanup costs,  stiff  fines and 
possible  jail time. 
The Sidewinder  Concept 
The  Sidewinder  Model  M-2  is manu- 
factured by Persyst  Enterprises, Inc. 
in Las  Vegas, Nevada. The market we 
satisfy  is the 5 to 70 gallon  per  week 
solvent (thinners, etc.)  user that must 
meet EPA requirements for  waste 
minimization. General  user  classifi- 
cations are: 
1. Commercial paint and finish 

contractors. 

__ -. .. . . . .. .. .. . . .. 

2. Industrial and government paint, 

3. Automotive paint and finish users. 
Recycling and waste minimization is 
one of the few  areas  where national 
environmental goals, industries eco- 
nomic interests and public health  and 
safety  issues  clearly  coincide.  For  waste 
generators, the benefits include re- 
duced  costs,  liabilities, and regulatory 
burdens associated with hazardous 
waste management. For the general 
public,  waste minimization pays off in 
our improved environment. 

finish and coatings  users. 

MODEL kl-2 

Our nation has interests in minimiz- 
ing the overall amounts of hazardous 
waste being transported on our high- 
ways and stored at hazardous  waste 
sites.  The EPA tailors  rules and regula- 
tions to encourage on site  recycling 
and reuse. 

The  Sidewinder  Model M-2 reduces 
the volume of hazardous  materials on 
site and all but eliminates the need to 
transport liquid hazardous  waste on 
our streets and highways. 
The  Sidewinder  Method 
The  Sidewinder  Model M-2 is a  small a 

batch distiller, it processes 5 gallons or 
less per batch. A standard 5 gallon 
metal  bucket of waste  is  placed in  the 
chamber. Waste solvents  are  vaporized 
and re-condensed, making the solvent 
reusable.  The  vapors expand in the 
chamber,  displacing  air.  The  vapors, 
being  heavier than air, then fall 
through a  refrigerated heat exchanger, 
condense and gravity flow out  into 
the clean  solvent  receiving  vessel. 
The  waste  stays behind in the cooking 
bucket within the chamber. 
The vaporizing  chamber is built to 
pressure  cooker  specifications. 
Although the  unit operates at atmos- 
pheric pressure  a  safety  pressure  relief 
valve  is  installed in the lid.  Metal to 
metal machined surfaces  seal the 
chamber and its’  lid, which is  held 
fast during processing with 6 bakelite 
wing nut assemblies. 
The  vapor  tubes and the outlet tubes 
are of  TFE Teflon@.  The  evaporator 
(condensing chamber)  is  stainless 
steel.  The  lightweight aluminum 
stand is provided with floor mount 
capabilities.  The  Sidewinder  Model M- 
2 is  covered  by  a one year limited 
warranty. 
The  use of a  refrigeration condensing 
system instead of a  forced  air or water 
cooled  system  is  a  more  resourceful 
choice,  especially  where  water  conser- 
vation is important. Additionally,  spe- 
cial plumbing, water treatment and 
freezing  weather considerations are un- 
necessary.  Water condensing systems 
can use water at about 3 gallons  a 
minute or about 180 gallons of water 
per 1 gallon of recycled  solvent. 
Forced  air condensing systems,  simply 
are not efficient in warmer  climates. 
The  Sidewinder  Model  M-2 is for  use 
in commercial and industrial applica- 
tions only by trained personnel. Strict 
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adherence to cautious  handling  of 
hazardous  materials  must  be  main- 
tained  always.  For location,  wiring, 
and  operating  instructions,  refer to 
the owners  manual. 
I . L b . 2 > . L . .  _ _  < & * . . . J a y :  

1 .*.- 1,. . , ,- --,, > :*-,; ,? 

As with  most  products,  there  are  some 
' pitfalls to avoid.  Only  knowledgeable 

persons  should be  allowed to operate 

Never  process unidentified 
compounds. 
Avoid the processing of  wastes 
containing acids. 
Do not process  wastes containing 
Nitrocellulose  or  Cellulose  Nitrate 
(found in many  lacquers and inks) 
or other  reactive  materials  under 
any  circumstance. 
Know what  you  are  processing and 

1. the Sidewinder  Model  M-2. 

. . Sidewinder  Model M-2  is the first 
UL Listed  Solvent  Recycler in the 
world. 

UL 2208, Standard  for  Solvent 
Distillation  Units is the US National 
Standard.  Sidewinder  Model  M-2 is 
certified  by UL to meet the require- 
ments of UL 2208. 
1997 Uniform Fire CodeTM  requires 
that a  Solvent  Recycler be listed by 
a nationally recognized third party 
testing agency and  that it  be  certi- 
fied  by the testing agency to meet 
the requirements of UL 2208 
Standard  for  Solvent  Distillation 
Units. 

a Complies With UL 2208.For Use in 
Ordinary Non-Hazardous Locations 

a  Solvent  Distillation Unit complies 
for  use in non-hazardous areas or it 

an Class I, Division  2  or  Class I, 
Division 1 hazardous location. The 
Sidewinder  Model M-2 complies  for 
use in non-hazardous locations. 
Hassle Free 
It couldn't  be  more simple. Load the 

:" Meets UL 2208 

. According to  the Standard and Codes, 

. _  * doesn't and must  be put  in either 

check  material  safety  data  sheets  for 
the waste contaminants as  well  as 
for the solvent to be  recycled  for 
compatibility  before  processing. 

,; ,,;.5"'.-.;;, 1 : b 

Because  of the small  batch  size, the 
rate of processing,  air  movement 
through the condensing unit and the 
heavier than air  qualities of the vapors 

, , -= 
" _ _  ... 3.  -.,,lit 

The 1997 Uniform  Fire Code, Volume 1, 10th  Edition, 
Article  79 wtion 7903.4, s t a t e  

7903.41 General. Solvent  distillation unit$ used to Rqde 
Class I, I1 or IU-A liquids  having  a  distillation chamber 
capacity of 60 gallons (227.1 L) or less shall be listed, labeled 
and  installed  in  accordance  with  Table  7903.4  and  nation- 

ally  remgnized  standards. See Article 90, standard  11.1.17. 
ARTICLE 90 - STANDARDS 

u.1. UNDERWRITERS  LABORATORIES  INC. 
333 Pfingsten  Road,  Northbrook, IL 60062 
UL STANDARDS 
u.1.17. UL 2208 Standard for Solvent  Distillation  Units 

unit with dirty solvent, 5 gallon 
bucket and all.  Replace the lid. Press 
the  button. 

-i Single Button Operation 
What  more can we say? 

2 Reliable 
Follow the simple maintenance 
routine, for  years of trouble free 
operation. We have many units in the 
field beginning their tenth year. 

.2 Efficient  Refrigeration  Condensed 
We're the only one we know of that 
uses refrigeration to condense. The 
alternatives  are:  forced  air - not 
totally efficient in warm  climates  or 
water  cooled - wastes lots of water, 
messy and special consideration 
must be given to plumbing,  water 
storage,  water treatment and waste 
water  disposal. 

J Ozone  Safe  HFC-134a  Refrigerant 
Big Brother made us do it,  but it 
turned out for the best. We are  able 
to get  a  larger  horsepower unit  to fit 
the same R-12 frame and it is  more 
efficient than  the old method. 

1" Self Monitoring 
Sidewinder  regulates temperature, en- 
gages condensing system,  over sees 
built in safety  failsafes, initiates cool 
down and shuts off. All automatic. 

produced,  under  normal  operating 
conditions, the minimum  concentra- 
tion of  gases  or  vapors  necessary to 
define Class I, Division 1 area  are not 
present. 
The  Sidewinder  Model  M-2  has  been 
investigated  for  use in normal, non- 
hazardous  locations  and Listed  by 
Underwriters  Laboratories  Inc.  as  com- 
pliant  with UL 2208 Standard  for 
Solvent  Distillation  Units. 
The  process  is  continuously  moni- 
tored  by  an  electronic  logic  printed 
circuit  board.  Automatic shut down  is 
commenced in the  unlikely  event of 
an  over  heat  situation.  These  safe- 
guards not only shut off the unit, but 
disable it until a service  representative 
can  evaluate the problem  and  help 
with  repairs. 

-- Auto S h u t d m  
You go about your  business.. . 
Sidewinder knows when to  shut off 
even if you've  given it your  worst 
case  mess.  Solvents  only,  please - no 
water  or  water  base. 

We personally  like the convenience 
of Sidewinder  processing  bags but 
they are optional. 

* Processing  Bags Optional 

8 110-120 volts 
Easy to find a  home, no special  220- 
240  volt  wiring. 
No Water Hookups 
This  goes  back to Hassle  Free.  Water 
cooled units - waste lots of water,  are 
messy and special consideration 
must be given to plumbing,  water 
storage,  water treatment and waste 
water  disposal. 

This time tested,  rugged  circuitry 
makes the operation simple. 

.3 Safety Failsafes ST Shutdowns 
If something is unusual the control 
simply shuts it down. 

It's where we live,  work, and play. 

3 Micro Control Logic 

a Made in USA 

q: Full 1 Year Limited Warranty 



Width 
Depth 
Height 
Net weight 
Voltage 
Current 
Heater 
Condensing system 
Evap temp rate 
Refrigerant 

Evap temp range 
Cap tube 
Operating pressure 
Warmup time 
Capacity 
Electronics 
Safety limits 

UL Listed 

16 inches 
16 inches 
44 inches 
95 lbs. 
110/12OVAC 
11 amps 
1050 watts 
refrigeration clean 
low solvent 
ozone safe 
HFC-134a 0.16kg left 
0°F to +15”F 
96” x .042” ID 
atmosphere 
approx. 90 min. 
5 US gallons 
micro-linear logic 
heating vessel 
evaporator 
UL Standard 2208 

30” 

access 

Required  clearances 

16” ventilation clearance 

rea 

16” I 
48” 
service 
access 

front 
c--- 16” ___) 

Locate in a  level,  well ventilated, under cover  area. Out of grinding, welding and smoking area. 





Automatic  solvent distillation systems 
greatly  reduce the costs  and  liabilities 
often  associated with waste  disposal  or 
outside  recycling  services.  Automated 
systems  are  designed to safely  and 
economically  recycle  a wide range  of 
solvents with minimal  intervention  from 
the  operator. 

SRS Industrial.Englneering, inc. offers  a 
complete  range of state-of-the-art 
systems for the most  demanding 
applications.  Standard  system 
configurations  can  recycle up to 150 
GPH of  solvents with boiling points  of 
up to 500 degrees F. 

Self adjusting scrapers, unique  waste 
recepJacle  designs  and a variety  of 
heat  sources  are  combined to offer a 
system optimal for the  user's 
application.  The  vapor  condensate is 
collected in a  clean  solvent tank with 
the use of a high zfficiency 316 
stainless  steel  water  cooled  condenser. 

System performance is further 
enhanced through the use of optionai 

and auto cool. The  vacuum  system 
includes a liquid  ring vacusm pump 
and  decent  reservoir, and is  fitted  with 
a secondary  condenser to virtually 
eliminate VOC enissicns. 

All systemsfeature  programmable  logic 
controiiers (PLC) whick monitor and 
control  all  phases  of the distillation 
process for optimal  throughpa, sdvent 
purity  and  operator  safety. 

features inctudlng ?2CUUrn, auto fill 

An easy set up menu is used  by the 
operator to input the process 
parameters  into the PLC, which  then 
automatically  operates  the  system. 
The PLC monitors  a  series  of relays 
and  sensors to verify the discharge 
valve  position, liquid levels  and flows 
before  starting the recycling  process. 
Precision  RTD's in the hot  oii system, 
the  sludge and the vapor  space  are 
continuously  monitored, to ensure that 
the process  temperature is always 
operating within the  preset  range. 
Process  status  and fault condition  are 
clearly  displayed on  the controller  panel. 
The  system  automatically  shuts off in 
the event of a  fault  condition  or at the 
end of the cycle. 

This SRS MW-200 automatic-drum and pail washer system uses an SRV-60 automatic disrillation 
system to recover the solvent in a closed loop configuration for -a coating facility application. 

This SRS-150 distillation system was configured to be mounted under a low mezzanine in a pharmaceutical 
manufacturing iaciliry.. * .  



The SRS Series offers optimal performance in most 
applications.This design incorporates a unique self  adjusting 
scraper  assembly which agitates the solvent for even  heat 

' distribution,  and  keeps the inside  surfaces  of the distillation 
chamber  free  of  sludge build-up for  maximum heat transfer 
from the hot  oil media. Scrapers also assist in discharging the 
sludge from a bottom  mounted 6" discharge  valve. 

The hot  oil media is  recirculated  through a jacket 
surrounding the  distiilation chamber to ensure the  most even 
heat distribution  over the entire heat transfer  area. This 
eliminates hot spots for maximum efficiency. A recirculating 
hot oil  nedia also offers a faster heat up and cooling cycle 
to maximize the effective throughput of your  distillation 
system.  Either  steam or electric heaters  can be used. 

1. 

SCRAPER n ASSEMBLY 

HEATER ! - I  q 
A 

RECIRC. 
PUMP 

AUTO 
coo1 

JCH 

HOT - OIL 
JACKET 

The SRV Series offers t h e  simplest and highest 
performance  system desigr:  in  its price range. This  design 
iacorporates a unique  steep walled conical distillation 
chamber, which is surrounded by a large volume oil bath 
heated with electric immersion heaters or optional  steam 
coiis. This design  provides excellent heat transfer 

with the solvent and  the  oil media. 
* characteristics because of  the large surface area in contact 

E in mos: applications, the steep walls keep the inside 
surfaces  of the  distillation chamber Cree of sludge build-up 
for maximum heat  transfer  from the hot  oil media,  and 
assists in discharging the sludge from a bottom  mounted 6" 
discharge  valve. 

n 

DISCHARGE 
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SRS automatic soivent distillation systems  are  equipped with 
a  programmabie logic controller (PLC) housed in a NEMA 4 X  
enclosure. All distillation decisions  are controlled by  the PLC : 
with  minimal operator intervention to ensure the  most 
efficient and safe operation possible.  The  operator  selects the 
desired  process setting  following a  comprehensive  computer 
prompted set up procedure. and has full  controi of ail 
parameters for each portion of the cycle. 

The PLC monitors a series of relays and sensors to verify 
proper liquid levels, flows, temperatures  and discharge valve 
position before starting the cycle.  Any fault  condition is 
diagnosed and clear status messages  are displayed on the 
controller panel  to ensure operator safety and ease of 
operation.  The  system  automatically shuts off in  the event of 
a fault  condition or a t  the  end  of the cycle. 

For optimum safety, an operator can  only specify operating 
parameters within a predetermined range. The system will 
not  accept any  vaiue out of this range. These range  values 
can only be changed through a security pass  code.  Sludge, 
oil.  soivent and vapor  space  temperatures we very important 
factors in any distillation process.  These  are controlled very 
accurately through  the use of  high precision sensors and 
proven logic programming of the PLC, making SRS distillation 
systems ideal for demanding appiications inciuding thcse 
containing nitro ceiiuioss. 

c 

SRS automatic  distillation systems  are  designed to be used 
in hazardous  areas where all precautions are taken io 
prevent  any risk of accidents  due  to explosions, corrosion 
and operator errors.  The following are some o i  the design 
features which address  safety. 



I MODEL 

I LOAD  CAPACITY 

' I DISTILLATION  RATE (1) 

J I KILOWATT  RATING 

SRS-55 SRS-250 SRS-150 SRS-90 

55 USG 250 USG 150  USG 90 USG 

35-60 GPH 100-150 GPH 75110 GPH 50-80 GPH 

30 KW 90 KW 70 KW 45 KW 

I HEAT  UP TIME I 30 MIN I 30 MIN I 45MIN I 60 MIN I 

WEIGHT 

FOOTPRINT 

HEIGHT 

. HEATING MEDIA 

STEAM 

4200 LBS 

HOT  RECIRCULATING OIL THROUGH A HEATING  JACKET 

H168" H158" H148" H  148" 

L110" W74" L104" W68" 198"  W62"  L86"  W58" 

8600 LBS 6800 L8S 5400 LBS 

i OPTIONAL HEAT  EXHANGER IN RECIRCULATING OIL LOOP 

55 USG 90 USG 

30-50 GPH 40-70 GPH 

40 KW 

L98" W62"  L86" W58" 

5400 LBS 4200 LBS 

100GPH 70GPH . 

60 MIN 45 MIN 

60 KW 

H  148"  H  148" 

IMMERSION  ELECTRIC  HEA1 

OPTIONAL  STEAM  COILS  TH 

60 USG 150 USG 

30-60 GPH  50-110  GPH 

30136 KW 

60 MIN  45  MIN 

80 KW 

5800 LBS 3700 L8S 

135 GPH 70 GPH 

L60" W60" 175" W68" 

H  130" H156" 

:RS IN  HIGH  VOLUME  OIL  BATH 

OUGH  HIGH  VOLUME  OIL  BATH 
I 

AUTOSCRAPER 

AVAILABLE ON ALL SYSTEMS - LlRUlO RING  VACUUM PUMP WITH MECHANICAL  SEAL VACUUM 

\/A N/A STANDARD - SELF ADJUSTING SCRAPER  BLADES FOR MAINTENANCE FREE  OPERATION 

I AUTO  FEED I AVAILABLE ON ALL  SYSTEMS - CAN  USE  EITHER A PUMP OR VACUUM FEED I 
I AUTO  COOL I AVAILABLE ON ALL SYSTEMS I 
I SLUDGE  DISCHARGE I STANDARD - 6  INCH VALVE  AT  CONE  BOTTOM FOR SAFE AN0 EASY  DISCHARGE  INTO A  ORUM OR OTHER  CONTAINER I 
I CONTROL  PANEL I 100% MICROPROCESSOR (PLC) CONTROLLED.  MESSAGE  DISPLAY WITH OPERATOR  CONTROL  KEYPAD I 

~~ ~ ~ 

(1) OlSTlLLATlON RATE IS DEPENDENT  ON  THE  SOLIDS  CONTENT AN0 THE  HEAT OF VAPORIZATION OF THE  SOLVENT 
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CLEAN RECYCLED  SOLVENT 

n + - RINSE SOLVENT SUPPLY 

SOLVENT 
RECOVERY 

SYSTEM 
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WASH SOLVENT  SUPPLY 
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QUOTATION 

From: B/R Instrument  Corporation Quote No.: 8380 
91  19 Centreville Rd. 
Easton, MD  21  601 Date: 19-Sep-01 
Tel: 41  0-820-8800 Fax: 41  0-820-81  41 

Terms Net 30 
, To: Stacy Richardson 

Sandia National Laboratory Prices quoted 
Pollution  Prevention are F.O.B. Easton, MD 
Albuquerque, NM 871 85-1 050 

Delivery: 4/6 Weeks ARO 

We  are pleased to  quote as follows: 
I Part NO. Description Price I1 
B/R 9600 High  Purity Solvent Recycling  System,  Spinning  Band.  Automatic. 22 Liter 
SB A  22  21 mm bore x 90cm tall, fractional, adiabatic, spinning  band  distillation column, 

50  theoretical  plates  with  all borosilicate glass  and teflon components. M690 
microprocessor with hand held keyboard. Teflon  spinning  band  with DC drive 
motor. 22 liter pot  flask  with  heating  mantle and lab jack.  Enclosure cabinet with 
door, automatic  water  on/off with pressure 
regulator, sensor shutdown and 18' of PVC tubing and clamps. 
System is  Listed to UL 3101 -1 and CAN/CSA C22.2 No. 101 0.1 -92 

OPTIONAL ACCESSORIES: 

intervention. 
7725A  Automatic two  way valve, Collects two distillation  cuts  without operator 

HP-19R High  Purity 19 liter glass receiver with fume guard 
BATH-33 Recirculating Refrigeration Bath 

INSTALLATION BY  B/R FACTORY TRAINED REPRESENTATIVE $975 (OPTIONAL) 

FOR COMPLETE  DESCRIPTION  PLEASE  REFER  TO  PRODUCT  BROCHURE 
SHIPPING  CHARGES  ARE  PREPAID AND ADDED TO THE  INVOICE 

THIS  QUOTATION IS VALID FOR SIXTY (60) DAYS UNLESS  OTHERWISE STATED 
THE WARRANTY INFORMATION FOLLOWING IS A PART OF THIS QUOTE 

Dear  B/R Instrument Customer, 

Review the  quotation and following after sales information. Please call us 
' Thank you  very  much  for  your  interest  in B/R Instrument's  products. 

2 should you require additional assistance. 

Signed: 
B/R Instrument  Corporation  91  19 Centreville Rd Easton MD  21  601 

Page 1 

$14,450.00 

$834.00 
$645.00 

$2,950.00 



QUOTATION 

From: B/R Instrument  Corporation 
91  1  9  Centreville Rd. 
Easton, MD  21  601 
Tel: 41  0-820-8800 Fax: 41  0-820-81  41 

To: Stacy  Richardson 
Sandia Nm-onal  Laboratory 
Pollution  Prevention 
Albuquerque, NM 871  85-1  050 

Quote No.: 8381 

Date: 19-Sep-01 

Terms Net 30 

Prices quoted 
are  F.O.B. Easton, MD 

Delivery: 4/6 Weeks ARO 

We  are pleased to quote as follows: 
I Part NO. Description Price 11 
B/R 9600 High  Purity  Solvent  Recycling System, Spinning Band, Automatic, 50 Liter 
SB A  50  21  mm bore x 90cm tall, fractional, adiabatic, spinning band distillation column, 

50 theoretical  plates with all borosilicate glass  and teflon components. M690 
microprocessor with hand  held  keyboard.  Teflon  spinning  band with DC drive 
motor. 50 liter  pot  flask  with heating  mantle. Open frame mounting rack for column 
and M690. Plexiglass safety shield. Automatic  water  on/off with pressure 
regulator, sensor shutdown and 18' of PVC tubing and clamps. $ 1 7,450.00 

OPTIONAL ACCESSORIES: 

intervention.  $834.00 
7725A  Automatic two  way valve. Collects two distillation  cuts  without operator 

HP-19R High  Purity 19 liter glass receiver with fume guard $645 .OO 
BATH-33  Recirculating  Refrigeration Bath $2,950.00 

INSTALLATION BY  B/R FACTORY  TRAINED  REPRESENTATIVE $975 (OPTIONAL) 

FOR  COMPLETE  DESCRIPTION  PLEASE  REFER  TO  PRODUCT  BROCHURE 
SHIPPING  CHARGES  ARE  PREPAID AND ADDED TO THE  INVOICE 

THIS QUOTATION IS VALID FOR SIXTY (60) DAYS UNLESS  OTHERWISE  STATED 
THE WARRANTY INFORMATION FOLLOWING IS A PART OF THIS  QUOTE 

Dear  B/R Instrument Customer, 
Thank you very much  for your interest in B/R Instrument's  products. 
Review the quotation and following  after sales information. Please call  us 
should  you  require  additional assistance. 

Signed: 
B/R Instrument Corporation 91  19 Centreville Rd Easton MD  21  601 

Page 1 



QUOTATION 

SHIPPING 
B/R Instrument  ships  all  units via air  freight, FOB  Easton,  MD. This assures you  of quick, 
dependable shipments  and  minimizes the chance of damage.  Please consult B/R regarding 
estimated  shipping charges when  you place your order. 

4 
WARRANTIES 

The products  listed on  this  quotation are sold  "as is." Seller specifically excludes all  warranties 
of merchantability and fitness. However, if the warranty  registration form shipped with the 
product  is  completed in its entirety and returned to B/R Instrument Corp. within thirty days (30) 
from shipment, the Seller warrants for  the  period  indicated  below  that the products are free of 
defects in workmanship and free  of defects in such  materials as  are wholly  manufactured by 
B/R Instrument Corp. Such  materials which are not  wholly manufactured by B/R Instrument 
Corp.  are not covered by  this warranty, but may be covered under warranty  from  the original 
manufacturer. In the event of a breach of warranty, Buyer shall have the rights  set  forth in the 
"remedies" section of  this agreement. The warranty, if any, is  non-transferable. 

Service costs  incurred  during the  warranty  period  cover labor and parts.  Travel expenses and 
shipping charges are paid by  the customer. 

Equipment and parts  returned to  B/R Instrument are subject to a 15% restocking fee. 

WARRANTY PERIOD 
If payment for  the  product  is made with in ten (1 0) days from  the mailing of the invoice the 
warranty is eighteen (1 8 )  months  from  the date of shipment. If payment for  the  product  is 
made within thirty (30) days from the mailing of  the invoice, the  warranty  period is  twelve (1 2) 
months from  the date of shipment. If payment for the product  is made after thirty (30) days, 
but before sixty (60) days from  the mailing of  the invoice, the  warranty  period is  six  (6) months 
from  the date  of  shipment.  Otherwise the  warranty period is ninety (90) days. 

INDEMNITY 
Buyer indemnifies and holds Seller harmless from any and all  claims by Buyer or third 
parties for damages arising from the use of  the products. Damages specifically 
include, but are not limited  to,  bodily and economic injuries to people and property 
damage. Indemnity  shall  extend to attorney fees, litigation expenses, interest  on  funds 
expended and court costs.  Indemnity  reimbursement to Seller shall occur  whether  or 
not  suit  is actually  filed. Buyer understands that use of  the products  involves some 
danger of damage to  persons  and  property which  is minimized by continuous  careful 
monitoring of  the  products  while in use.  Sale to Buyer is with the  understanding that 
Buyer will read and follow all  instructions  provided with the products. 

REMEDIES 
r The sole and exclusive  remedy which is available in the  event  of Seller's breach of  this 

agreement, including  breach of warranty,  is  return  of the product, at Buyer's cost, and 
refund  of the purchase price by Seller.  Seller reserves the  right  to repair or replace 
non-conforming  goods or parts  instead of accepting return of the product and refunding 
the purchase price. Accordingly, any consequential, incidental, or other damages 
arising from breach by Seller  are expressly, and by agreement, excluded. 

---e 

B/R Instrument  Corporation 91 19 Centreville Rd Easton MD  21  601 

Page 2 



. APPLICATION NOTE # 29 

PROBLEM: To recover  Isopropanol  fiom  a  waste  material  containing 64 % Isopropanol 
and 36 % aqueous  buffer from an HPLC procedure. 

EXPERIMENTAL  PROCEDURE: Distillation of the mixture was accomplished on a 
9400  distillation  unit.  The  following  conditions were employed: 

POT CHARGE : 8000mL 
EQUILIBRATION : 1Hour 
BOlLI.JP RATE : Steady Stream 
REFLUX RATIO : 5:l 
THROUGHPUT : 600mwHour 
BAND SPEED : 2200rpm 

Each fiaction was analyzed by GC analysis on a HP-5890 Gas  Chromatograph  using  a 
thermal  conductivity (TC) detector.  Calibration  curves were prepared  in  order to 
determine % Water  in  each  fraction. 

RESULTS: The distillation  curve is presented on the  next  page.  The fxst fraction  (the 
first 10 mL was discarded)  had  a  boiling  range of 79.1 to 79.8 OC and was the  87.1:12.9 
IsopropanoVWater  azeotrope. No further  analysis was performed. 

B R  Instnunent Corporation 
9119 Centreville Rd. Easton MD 21601 USA 

www.brinstnrment.com,  brsalcs@brinstnrmentcom 
Phone: 410.820.8800 Fax: 410.820.8141 

http://BOlLI.JP
http://www.brinstnrment.com


Distillation .of Isopropanol/Water Waste 
8.7.::13 Azeotrope Recovered 
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application note #8 
B/R Inslrument Corn 

PROBLEM: Recycle  an  HPLC  grade  Methanol from a  used  solvent.  The  solvent 
is derived  from  an HPLC mobile  phase that has the composition 90% 
Methanol/lO%  Buffer,  This  solvent is used in an  HPLC  analysis of Salicylate 
drugs  (Salicylic  Acid,  Sulfathiazole,  Naproxen,  and  Thiosalicylic  Acid). 

EXPERIMENTAL PROCEDURE: Distillation is carried  out  without any 
pretreatment  utilizing  the  distillation  conditions  described  below.  Two  cuts  are 
taken  and  distillation is complete  after  almost 95% of the  pot charge is recycled. 

POT CHARGE : 5000 mL . 
CUT# 1 : 50 mL  B.P. 62 - 64" 
C W # 2  : 4500 mL B.P. 64 - 64.5' 
POT RESIDUE : 450 mL 

All distillations  are  carried out automatically in a B/R Instrument 9400 High 
Purity Solvent Recyding System. The system includes  a 30 theoretical  plate 
spinning  band  column  and  microprocessor  controller.  Conditions  for the 
distillation  are: 

THROUGHPUT : 450 mL/hr 
REFLUX RATIO : 5:l 
EQUILIBRATION : 2 hours 

RESULTS A comparison of the  heart  cut (Cut # 2) with HPLC grade is given 
below.  Spectral  data  are  found  on the reverse  side of this sheet. In this 
distillation, 94 YO of the pot charge is recycled  as the pure  solvent. This material 
has a purity  equal to or  better  than a commercial HPLC  grade.  The  percentage  of 
water in the  distillate is dependent  upon  the  amount  present  in the  original 
waste. In this case, a material  containing 1 O/O water is obtained  from  a  waste 
with  a  10 O/O original  water  content. In other  experiments,  we  have  found that as 
much  as 5 YO water will be  obtained in the  distilled  material(from an initial 50:50 
waste). If a  strictly  anhydrous  solvent is required, the  distillate  should  be  dried 
with  anydrous  Sodium  or  Magnesium  Sulfate  and  filtered  before  use. 

HPLC  GRADE  METHANOL  RECOVERED METHANOL 
Boiling  Point 64 - 64.5" 64 - 64.5" 
Refractive  Index 1.3311 1.3308 
WATER (Karl  Fischer) 0.074% 1.1% 
GLC Purity 99.9% 99.9% 

B/R Instrument Corp. 91 19 Centreville Rd. Easton, MD USA 
Tel: 410.820.8800 Fax: 410.820.8141 Email: brintl@brinstrument.com 

mailto:brintl@brinstrument.com
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Onsite  Solvent  Recycling  Equipment 

Reducing  solvent  wastes is currently  one of the most  important 
elements of pollution  prevention (P2) programs nationwide. 
Solvent use is a  major  contributor to air  and  water  pollution,  and is 
a  leading  source of hazardous  waste.  Chlorinated  solvents are a 
major  contributor to ozone  depletion. The Clean Air Act  Amend- 
ments of 1990 mandate a reduction in the amounts of solvents 
released  into the atmosphere. As a  result the costs of complying 
with the Clean  Air  Act have risen  accordingly.  Generators of 
solvent  wastes  can  profit  by  reducing the costs  associated with 
waste  disposal,  Reducing  solvent use also  reduces  the  cost of 
purchasing  virgin  solvents as well as reducing  storage  and  manage- 
ment  costs. 

When  implementing  a  pollution  prevention program aimed  at  reducing 
solvent wastes, the first alternative  should be to reduce or eliminate 
the  use of solvents  at  the source, (source  reduction).  Source  reduc- 
tion  reduces  the  release of wastes  and  pollutants,  and  the  costs  associ- 
ated  with  those  releases.  The  second  option is to recycle  or  reuse  the 
wastes in  an  environmentally  soundmanner. Disposal of solvent 
wastes, even when  they are used as fbel, is not  considered  pollution 
prevention,  and  would not be considered  part of a  pollution  preven- 
tion program. 

Businesses  may be able to eliminate  their  solvent  wastes  by  finding an 
aqueous or semi-aqueous  cleaner to replace  the solvent The Ohio 
EPA  Office of Pollution  Prevention  provides over a  dozen  documents 
and fact sheets on solvent  substitution,  alternatives to ozone  depleting 
solvents and on aqueous  degreasmg  and parts cleaning.  Please  contact 
the Ohio EPA  Office of Pollution  Prevention far more infibmation 

If solvents  cannot be eliminated fnnn the  process,  the  second  option, 
is to recycle or reuse the  wastes  that are generated  in  an  environmen- 
tally  sound manner (waste minimization). Businesses can  recover 
spent solvents though  the  use of an  outside  recycler, or recycle  sol- 

'his ppercmtaks foOI pos!-mnsumer reqded Office of Pollution Prevention,  Ohio Environmental Protection Agency 
fiber and was printed using soy-based inks P.O. Box 1049, Columbus, Ohio, 43216-1049, (614) 644-3469 
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Onsite  Solvent  Recycling  Equipment ..I 

vents  on-site  using  their  own 
equipment, asdiscussedinthis 
fact sheet Before a company 
purchasesanysolventrecychg 
equipment it needs to consider 
possiblelimitations.  These 
limitatians include: 

+ The  cost  of  purchasing  and 
maintaining  recycling  equip- 
ment 

+ The  cost  of  training  and 
staffing  equipment  operators 

+ Will  the  amount  of  spent 
solvent  recycled justify the 
costs of recycling? 

+ Potential fire andor explo- 
sion  hazard 

+ Is the  final  product  of the 
recycling  process  usable  in 
the original  process? 

+ Regulatory  considerations  for 
air  emissions  and  bottoms 
disposal 

Before  investing in a  recycling 
process, it is important for a 
company to investigate  whether 
its  spent  solvents  are  recyclable. 
Some  industrial  solvents  are 
blends  of two or more  pure sol- 
vents  and  additives.  Recycling 
could  alter the solvent’s  com- 
position  and  usefulness. 1,1,1- 
trichloroethane, for example, 
can  break  down  during 
distillation  and  become  acidic. 
By-products  of the industrial 
process  may  also  prevent 
recycling.  Stabilizers andor 
other  additives  may  be  re- 

quired in order to  make  the  re- 
cycled  product  usable. 
Suspended  solids  affect the 
effrciency  of  the  recycling ’ 

apparatus  and  limit  which  types 
of  recycling  units  can  be  used. 

Before  purchasing a recycling 
system, ask the  equipment 
supplier to recycle  samples  of 
the  spent  solvent.  Analysis  of 
the distillation  product  will 
demonstrate the effectiveness  of 
the recycling still and  help 
determine  what is required to 
make  the  recycled  solvent 
usable. It will  also  help  to 
determine the characteristics of 
the still  bottoms  waste. 

Explosion or fm hazard  condi- 
tions  can  be  created  when  some 
materials  are  distilled.  Some 
printing andpaintingprocess 
wastes for example,  contain 
nitrocellulose  which  can  pose  a 
frre  or  explosion  hazard  if  not 
distilled  under  strict  conditions. 
Consult  with  the  manufacturer 
to  see  if the still comes  equip- 
ped  with a “nitrocellulose”  or 
other  explosion  proof  package. 

The  quality  of  the  distilled 
product  of  the  recycling  process 
needs  to be considered as some 
recycled  solvents  may  not  be 
usable for their  original  pur- 
pose.  Alternative  uses  generally 
can  be  found. It may  not  be 
necessary  to  recycle a solvent  to 

intendedpurpose.  Additives 
may  be  necessary  for  a  solvent 
to be  safe  and  effective  for an 
industrial  process. If not  usable 

100 percent  purity  for  an 

for its original  purpose,  the 
final product  could  be  used  in 
another  process or sold  to 
another  company  through a 
waste  exchange program. 

Solvent Stiif Types 

There are three  general  solvent 
still types:  simple  distillation 
units,  fractional  distillation  units, 
and thin film evaporators.  The 
most  common  method is simple 
distillation.  During  simple 
distillation,  solvent  wastes  are 
heated,  driving off the solvent  in 
vapor form. The  vapor is revert- 
ed  back  to  liquid  form in the 
condenser  and  collected.  The 
still  bottoms, or waste  remaining 
in the  bottom  of  the still is then 
collected  and  disposed.  Simple 
distillation  units are run in 
batches. 

The  second  type  of  unit.,  frac- 
tional  stills,  produce  a  higher 
purity  of  recycled  product. A 
fractional still may  separate  an 
industrial  solvent  blend  into its 
pure  constituents.  Fractional 
distillation  units  are  generally 
more  expensive  to  operate  and 
are  generally  better  suited  to 
larger  volumes.  Fractional 
distillation  units are also usually 
batch  units. 

The  third  type,  thin film evapo- 
rators,  distill  by  running  a  thin 
film of dirty solvent  down  a 
heated  cylindrical  vessel  where it 
is vaporized.  The  vapors  are 
collected  and  condensed  back 
into  liquid  form for reuse.  Thin 
film evaporators  are  generally 
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suited for use  in  high  volume, 
continuous  processes.  Thin  film 
evaporation  requires  the  dirty 
solvent  to  have  a  low  sus- 
pended solids content  to  work 
well. 

Still Operating 
Considerations 

Wastes  should  be  segregated 
whenever  possible. If two 
wastes  containing two solvents 
are  distilled, a simple still may 
produce  a  solvent  blend  of  the 
two solvents. This blend  may 
not  be  usable for the original 
purposes  of the individual 
solvents.  When  pure  solvent is 
the goal, it is best  not  to  mix 
wastes  containing  different 
solvents. 

If the suspended solids content 
is high,  additional  equipment 
may  be  necessary. This equip- 
ment is necessary  to  facilitate 
distillation  in  addition  to  clean- 
ing. As the still bottoms  be- 
comes  more  and  more  concen- 
trated,  the solids can  insulate 
the solvent  and slow the distilla- 
tion process.  Some  "total 
recovery  systems" use micro- 
wave  units or other  technolo- 
gies that  can  drive  the  solvent 
out  of  the solids once the ratio 
of  solvent to solids is too low to 
be  distilled  normally. 

The  ease of cleaning  should be 
considered  when  choosing  a 
still.  Still  liners  facilitate  clean- 
ing the  still  and in disposing the 
still bottom  wastes. Still clean- 

ing can  make up a  significant 
portion  of  still  operating  costs. 
In cases  where  suspended  solid 
content is higher,  additional 
equipment  and/or  consider- 
ations  may  be  necessary . 

Solvents  with  very  high  boiling 
points  may  require  reduced 
pressures to be  distilled, a 
vacuum  can  be  used  to  reduce 
the distillation  pressure.  The 
risk of  fire  hazards or explo- 
sions  that are possible  in  some 
stills,  can  be  reduced with the 
use  of  a  vacuum  unit. 

Stills  come in a wide  range of 
sizes  and  specifications.  Batch 
stills can  range in size  from 
two to over 55 gallons.  They 
distill  their  capacity in a six to 
eight hour work shift. Continu- 
ous  flowing stills range in 
distillation  capacity and can 
distill as much as 500 gallons 
per  hour.  Smaller  stills  can run 
on electricity  while  larger stills 
may  require  a  steam  connection. 
The  condenser  may  be  cooled 
by  circulating  air,  water or a 
chemical  coolant or refrigerant. 
A water  hook-up is necessary 
for water  cooled stills. 

During  distiIlation  of spent 
solvents,  water  can mix with  the 
solvent  resulting  in  an  acidic 
mixture that is corrosive to the 
still.  Stainless  steel  and  Teflon 
fittings  and gaskets which are 
corrosion  resistant, last longer 
than  other  materials under these 
conditions. 

Safety Consideration 

Safety  features  also  need to be 
reviewed  before  choosing a still. 
Safety  features  which  are 
available  include  explosion 
proof  electrical  compartments 
and  automatic  shutdown  fea- 
tures. Investigate if  the still 
shuts down  automatically  after 
a batch is fmished,  if  there is a 
coolant  failure,  when  the  boiling 
chambers  temperature  exceeds 
a  threshold  setting,  and if the 
watedcoolant  temperature  in 
the condenser  goes  above  a 
certain  threshold  temperature. 

Some  other  safety  consider- 
ations:  Electrical  components 
should  be  explosion  proof  and 
made  with  Underwriter Lab 
approved  components. The pot 
should  have a pressure  relief 
valve.  Some  stills  come  eq- 
uipped  with  an  automatic shut- 
off feature that senses  when all 
of the solvent  has  been  distilled. 

Safety  regulations  must  also  be 
met  when  instaling  a new sol- 
vent  recycling system. OSHA 
requirements for ventilation  and 
employee  safety  should  be 
considered.  Local  fire  reg- 
ulations  need also to  be cm- 
sidered.  Finally,  notify  your  in- 
surance  carrier to ensure that 
the installation of the  equipment 
does not affect  your  coverage. 
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Recycling Casts 

Several factors should be  con- 
sidered when reviewing the 
cost efficiency of a still. 
These factors include the 
amount of solvent used by the 
business, the cost of new 
solvent, the cost of still bot- 
tom or other waste disposal, 
usefulness of recycled solvent, 
the operating cost  of  the  still, 
and the payback period. 
Electricity, labor require- 
ments, and still  liners should 
also be included in the operat- 
ing costs. 

Regulatory 
Considerations for 
Solvent Recycling 
Stills and Still Waste 

It is  important  to  note  that 
"waste"  that is recycled or sold 
to another  compay is not 
subject  to  hazardous  waste 
regulations.  Reducing the use  of 
virgin  solvents,  could  give  a 
business  the  regulatory  advan- 
tage of falling  below the 
Superfimd  Amendment  and 
Reauthorization Act (SARA) 
reporting  requirements (SARA 
311,312,313 reporting). 
Hazardous  solvent  wastes  sent 
off site for recycling  or  disposal 
must  be  reported  under SARA 
3  13 toxic  release  requirements. 
Solvent  wastes  which are 
recycled onsite do not have  to 
be  reported,  except for that 
portion of the  solvent  which is 

released in the  form  of  air 
emissions. 

Another  important  consider- 
ation  are  the air emissions  of 
the still andor the  recycling 
process. Air emissions  from  a 
distillation  process  are  regu- 
lated in two forms:  Fugitive 
emissions  and  point  source 
emissions.  Fugitive  air emis- 
sions are leaks  in  the  unit, or 
emissions  fiom the recycling 
process,  opening the unit, filling 
the unit,  cleaning the unit  etc. 
Point  source air emissions 
would  be  emissions  via  a 
ventilation  stack. The design  of 
most  modem stills should limit 
the amount  of  solvent  which is 
released  into  the  air  in  vapor 
form  during  operation.  A 
business  should  investigate  the 
emissions  of  a  particular still 
since  improper  design  or 
maintenence  could  result  in 
emissions  which  would  require 
an air emissions  permit.  De- 
pending on the geographic 
region in which the company is 
located  and the air  emissions  of 
a particular  model  and/or  pro- 
cess, the distillation  unit  might 
require  a  permit to install, or 
permit to operate  an  air emis- 
sions  source  under  title V of  the 
Clean Air Act. For  more infor- 
mation  please  contact  the 
Ohio EPA Division of Air 
Pollution  Control. 

Still bottoms  are  considered 
hazardous  when  a  listed  hazard- 
ous  waste  solvent is distilled or 
if they  meet  hazardous  waste 

characteristics as defined  by the 
Federal  Resource  Conservation 
and  Recovery Act and  by  the 
Ohio Administrative  Code 
(OAC). 

Microwave still bottoms 
recyclers  and  other  "Total 
Recovery"  systems  can  signifi- 
cantly  reduce  solvent  content  of 
still bottoms in some  cases. If 
the solvent is the  only  hazard- 
ous  component in the waste  and 
enough  solvent is removed  fiom 
the still  bottoms  they  may no 
longer  meet the characteristics 
of hazardous  waste.  However, 
when  a listed hazardous  waste 
is distilled  the still bottoms  are 
always a  listed  hazardous 
waste. For more  information on 
hazardous  waste  rules,  please 
contact  the  Ohio EPA Division 
of  Hazardous  Waste  Manage- 
ment. 

The  Ohio EPA Office  of  Pollu- 
tion  Prevention  Document. 
Legal  Considerations for On- 
Site  Solvent  Recycling, gives  a 
more  comprehensive  explana- 
tion of air,  water,  and  hazardous 
waste  disposal  considerations 
for recycling  solvents  on-site. 

Sources: 

USEPA. 1990. Guides  to Pollu- 
tion Prevention:  Selected  Hospi- 
tal  Waste  Streams. EpA62517- 
901009. 

USEPA. 1996. Partners for the 
Envimnment - Green Chemistry 
Challenge. http:lles.inel.govl 
paanerslchemstrylchemstry.html 
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September 27,2001 

I 

I 
A Division of MPE, Inc. 

I 

I 

Stacy Richardson 
Sandia National Lab 
P.O. Box 5800 
ALBUQUERQUE, NM 871 85-01 00 

Dear Stacy: 

This letter answers  some commonly asked questions about our Tyvek@ Recycling Program. The intent is 
to help Sandia National Lab begin recycling disposable garments instead of discarding them into the solid 
waste stream. Although we have certain guidelines, GRS will tailor the program to accommodate the 
specific needs of Sandia NalionaI Lab. 

Whv should we recvcle our Tvvek? 

As our country's landfills reach capacity, states and local communitics are finding it increasingly difficult 
to dispose of solid waste. TyvekB is 100% polyethylene and does not decomposc in landfills; however, it 
can be diverted from the solid waste stream, recycled by GRS and, at the same time, gena-ale financial 
support to the local shelter for abused women & childrcn. 

What is the best reason to recycle our Tyvek! 
Recycling your TyvekB is good. Turning your TyvekB waste into dollars to hclp make a dilference in your 
community is even better. 

Every recycled Tyvek8 garment provides much needed  financial support lo Shelters for Abused W o n w  
and Children in your community. The National Coalition Against Domestic Violence has agreed to assist 
in identifying the shelter closest to you facility. GRS will contribute $.25 for each coverall and $.IO for 
each lab coat in the name of Sandia National Lab to that shelter. If it i s  your preference to support a 
different cause, please let us know which charitable concern you would like to designate. 

GRS will send a quarterly statement indicating the number of garments sent and accepted for recycIing and 
reflect the contribution made on behalf of Sandia National Lab to the shelter in your area. In addition, you 
will receive acknowledgement fiom the shelter's Executive Director thanking your company for i t s  support 
by participating in this unique recycling program. 

Who is GarmentJRecoverv Svstems? 

Garment Kecovery Systems (GRS) was established in 1987 for the sole purpose of recycling disposable 
garments. GRS recycles Ty: k@ for over 350 companies from the US., Canada, Mexico, and Puerto Rico. 
A partial list of companiegj currently recycling their TyvekB with GFG follows this letter.  Detailed 'B" 

& references are available upon request. 

# 
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Do vou have to buy  Parments from GRS in order to recycle them? 

Absolutely not! GRS recycles garments that Sandia National Lab buys from its current Vendor. 

What type of Parments does CRS acceat? 

GRS accepts TyvekB  coverah, lab coats, hoods, boot covers, shoe covers, puts, and sleeves. As long as 
the bulk of the garments are  TyvekB, you can include other types of disposable garments so you do not 
have to sort or separate out other materials. Your employees do not have to lhink about what goes in the 
recycling bin and what does hot. Illhe garment is disposable and non-hazardous, it can be thrown in the bin 
labeled ''TYV'EKO RECYCLING". 

Does GRS acceDt  torn garments? 

There is no need to inspcct your gam1ents before discarding them. I f  gamwnts are slightly tom or have 
holes, we can usually repair them. Please remind the people wearing coveralls not to tear them off but 
instead unzip and step out of them. There is no problem i f  the garments come to us inside aut but we do not 
to put shredded garments through our process. Please do not shred, tear off, or write on your garments. 

Do we need  to sort or count Irarments? 

There is no need to count, sort, or inspect the garments before shipping them  to GRS. The garments are 
sorted and counted by GRS. Sandia National ?.,ab will receivc a statement detailing how many gannents 
were recycled each quarter. I 

What about hazardous Irarments? 

GRS is not a registered hazardous waste site. GRS accepts garments that are currently being disposed of as 
general waste. All garments considered hazardous by the EPA or the Department of Transportation must 
still be disposed of as hazardous waste by a licensed hazardous waste hauler per federal and state 
regulations. GRS accepts autoclaved garments that are no longer considered hazardous. The only 
exception is garments that  have becn exposed to 1 - W  or HRV, neither is acceptable even after autoclaving. 

Will GRS provide us recycliw reDorts? 

In addition to the quarterly statements, GRS can provide feedback detailing pounds of TyvekB and pounds 
of packing materials such as corrugated boxes and pallets which are also recycled. 

What is the best way for us to colIect  Parments? 
i 
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GRS provides TyvekO recycling labels to assist  in the collection of the used disposable garments.  These 
labels are to be placed on  the collection containers in the degowning areas. When the containers are full, 
remove the  trash  liners of used garments and prepare them for shipping  to Gmnent Recovery  Systems. 
Since  the  garments compact quite nicely, i t  is helpful to poke holes in the plastic bags to allow air to escape 
and increase the number of garments per shipment. Please save up as ~ m c h  as possible before shipping. 
Sending one large shipment is far more cost effective than a series of smaller shipments. GRS recycles all 
wood pallets and cardboard boxes and encourages the reuse of your used boxes. 

How do we ship the Parments? 

GRS will provide  the dispatch number for our trucking company so you can ship collect. Please save at 
least one pallet load or approximately 200 pounds before shipping. PIease send as many pallets  per 
shipment in order to help keep our shipping costs down. The Bill of Lading should reflect  the  product 
description number 196200 and be sent class 70. We will be happy to provide a sample bill of lading fur 
your convenience. 

Mark each shipment  with YOUR COMPANY NAME AND ADDRESS and ship to: 

Garment  Recovery Systems, 445 Junction Avenue, Schererville, IN. 46375 

GRS provides a suppIy of pre-addressed labels so your shipping department will not have to bother with the 
inconvenience of labeling each shipment. It is helpful to have your return address on each pallet load. 

What if we can nor save enowh to ship via common carrier? 

I f  you cannot save enough for a pallet load, you can send your box(s) via U P S  Ground. 

We look forward to working with you to  keep TyvekO out of the landfill and help Sandia National  Lab 
reduce solid waste. Please call mc if you need more information or have any questions about our recycling 
program. 

Sincerely, I 
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Distribution:

Charles Henn
U.S. Department of Energy
Albuquerque Operations Office
Pennsylvania & H Street
Kirtland Air Force Base
Albuquerque, NM 87116

Carolyn Holloway
U.S. Department of Energy
Office of Kirtland Site Operations
PO Box 5400
Albuquerque, NM 87185-5400

Gary Schmidtke
U.S. Department of Energy
Office of Kirtland Site Operations
PO Box 5400
Albuquerque, NM 87185-5400

MS  0871  Max Saad, 14403

MS  0871  John Norwalk,  14403

MS  1050  Albert Villareal,  3124

MS  0873  Ruth Bargman-Romero, 14404

MS  0873  Tamara Deming, 14404

MS  0869  Robert Welberry, 14402

MS  0871  Dan Kettleborough, 14405

MS  0873  Moses Jones, 14404

MS  0856  Gilbert Theroux,  14409

MS  0856  Ruben Muniz, 14408

MS  0873  Donald Malbrough, 14404

MS  0873  James Williams, 14404

MS  0856  Mary-Ann Olascoaga, 14408

    MS 1050  Jack Mizner, 3124

    MS  0872  Lorraine Sena-Rondeau, 14409

    MS 9018 Central Technical Files, 8945-1

2  MS 0899 Technical Library, 9616

    MS 0612 Review and Approval Desk, 9612
                   For DOE/OSTI
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